BORING NUMBER BH-101
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Easton, NH
DATE STARTED _8/31/16 COMPLETED _8/31/16 GROUND ELEVATION NA HOLE SIZE 6 in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.156819 LONGITUDE -71.78101
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _J. Melton CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES Y AT TIME OF DRILLING _11.0ft
g 14 c>>\°_’ ym e
= Fuo @) =55 ?a T o
ngl Y€ | 51952 | 2 |&o MATERIAL DESCRIPTION
=4 O oz =EG)
< w ~
(] [hd
0
e\ FILL: GRAVEL (GM), with sand, with silt, trace organics, grayish blue green to dark yellowish
GM fo [\ brown, damp, very fine to fi ined dium t ined | |
5 \d) , p, very fine to fine grained, medium to coarse grained gravel, angular
- - [®
D(C
o
o D"
B b )r:D D
o2 [
o \e
= - ) I~
HPlss
Clof TILL: SILTY SAND (SM), yellowish gray, moist, medium dense, fine grained
5
SPT 9-11-11
L (Al 1 [190 Tz
10
-becomes wet, with trace clay
SPT 89 9-10-7
R 2 (17) v
[ [ TILL: POORLY GRADED SAND WITH SILT (SP-SM), pale yellowish brown, wet, dense, fine to |
medium grained
15
SPT 12-20-13
L Al 3 | 8 T3 ._
11116.5

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:31 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 16.5 ft.
Backfilled with auger cuttings




QUANTA K
@ SUBSURFACE 4708 N Barker RD
=T o G|
CLIENT PAR Electrical Contractors

BORING NUMBER BH-102

PAGE 1 OF 1

Spokane Valley, WA 99027
Telephone: 509-892-9409

PROJECT NAME Northern Pass

PROJECT NUMBER _16004

PROJECT LOCATION _Easton, NH

DATE STARTED _8/4/16
DRILLING CONTRACTOR _SW Cole

COMPLETED _8/4/16

GROUND ELEVATION HOLE SIZE 5.5in
LATITUDE 44.154624 LONGITUDE _-71.783513

NA

DRILLING METHOD Hollow Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY J. Melton
NOTES _drilled 29 inches from digsafe arrow tip

CHECKED BY _S. Kearney

GROUND WATER LEVEL:
V AT TIME OF DRILLING _4.0ft

N R
m SR ES)
= - E = 2 % ?a T o
aE| W2 | Y (952 | 9 |20 MATERIAL DESCRIPTION
a a5 | Q| @g=> | @ |x-
=4 O oz =EG)
< w ~
(] [hd
0
FILL: SILTY SAND WITH GRAVEL (SM), trace organics, dark brown, moist, fine to medium
grained, fine grained gravel, subangular
i T ML ALLUVIUM: SANDY SILT (ML), pale brown, wet, stiff, fine grained, minor zones of oxidation
5 VA
SPT 7-8-8
5 1 [ 1001 (1)
L 68 { _ _ _ _ _ ]
- B cL ALLUVIUM: SANDY CLAY (CL), pale brown, moist, stiff, low plasticity, fine grained, minor zones
of oxidation
L ss{ __ ]
10 SPT| 100 | 467 1 ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), pale brown, moist, medium dense,
2 (13) minor zones of oxidation
| 3ol ]
-' ALLUVIUM: SILTY SAND (SM), pale brown to brown, wet, medium dense, fine grained,
micaceous
SPT 4-6-6
15 3|89 (2 :
--]15.5

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:31 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD
| = Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409
CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

DATE STARTED _8/16/16

DRILLING CONTRACTOR _Geosearch
DRILLING METHOD Hollow Stem Auger

LOGGED BY S. Laing CHECKED BY _S. Kearney

COMPLETED _8/16/16

BORING NUMBER BH-103

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION _Easton, NH

GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD

LATITUDE 44.152381 LONGITUDE _-71.785341

DRILLING EQUIPMENT _CME 75
GROUND WATER LEVEL:

SPT HAMMER _140 Ib Auto

NOTES
g 14 i w o)
= T I 2 = ?a T o
aE| W2 | Y (952 | 9 |20 MATERIAL DESCRIPTION
w ) 0| mo=> | @ |2
o
=4 O oz =EG)
< w ~
(] [hd
0
SM FILL: SILTY SAND WITH GRAVEL (SM), olive brown, moist, fine to medium grained, fine to
B coarse grained gravel, subangular
i ] sp ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), trace gravel, reddish yellow to olive
SM- brown, moist, loose, fine grained, subrounded
SPT 4-4-4
5 1 18] (8
i SP- g -becomes dense, olive, without gravel
SPT 6-11-21 M
10 5 100 (32) S
i ] sm I TILL: SILTY SAND WITH GRAVEL (SM), olive gray (5Y 5/2), moist, medium dense, fine to
8 medium grained sand
- Y|SPT 10-14-16 :
3 | 89| (30 ¥
15 "17115.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:31 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




QUANTA K
@ SUBSURFACE 4708 N Barker RD

=T o G|
CLIENT PAR Electrical Contractors

BORING NUMBER BH-104

Spokane Valley, WA 99027
Telephone: 509-892-9409

PROJECT NUMBER _16004

DATE STARTED _8/4/16
DRILLING CONTRACTOR _SW Cole

COMPLETED _8/4/16

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Easton, NH
GROUND ELEVATION NA HOLE SIZE 4 in
LATITUDE 44.149929 LONGITUDE -71.787051

DRILLING METHOD Hollow Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY J. Melton
NOTES _drilled 29 inches from digsafe arrow

CHECKED BY _S. Kearney

GROUND WATER LEVEL:
V AT TIME OF DRILLING _14.0ft

w | e
m .| O
= a¥ii E = 2 % O
nZ2| 4€ | 5 | 852 | 9 &0 MATERIAL DESCRIPTION
w ) 0| mo=> | @ |2
o
=4 O oz =)
< w ~
n 14
0
B FILL: GRAVEL (SM), with sand, with silt, trace organics, dark brown, moist
= - SW i ALLUVIUM: WELL GRADED SAND WITH SILT (SW-SM), trace gravel, light brown to pale brown,
SM- o moist, dense, fine to coarse grained gravel, fine to coarse grained sand, subangular, trace fines,
i fine grained matrix
SPT 17-22-27 2
5 1 [100] " (49 “
i SW- :Z -becomes very dense, minor zones of oxidation
SPT 15-23-50 | gy 2
10 2 [100| 773 -
| S S 1) I
GM P f\} ALLUVIUM: GRAVEL WITH SILT AND SAND (GM), brown, wet, very dense, fine to coarse
)° - grained gravel, fine grained sand, angular to subangular, weak cementation, very fine to fine
B ] =) grained matrix
o0
o D"
B DCD D v
SPT 16-26-36 PRI
15 3 100 (62) )c' 0y
4P liss

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:31 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




BORING NUMBER BH-105
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Easton, NH
DATE STARTED _8/31/16 COMPLETED _8/31/16 GROUND ELEVATION NA HOLE SIZE 6 in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.144151 LONGITUDE _-71.789799
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _J. Melton CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES Y AT TIME OF DRILLING _3.5ft
g 14 i w e
= T I 2 212 |Zo
ngl Y€ | 51952 | 2 |&o MATERIAL DESCRIPTION
=4 O oz =EG)
< w ~
(] [hd
0
o\ FILL: GRAVEL (GM), with sand, with silt, with organics, grayish blue green to dark yellowish
GM fo [\ brown, moist, very fine to fine grained, fine t ined | |
5 \a) , , very grained, fine to coarse grained gravel, angular
- - [®
D(C
o
o D"
B I )cD D
o2 [
o \e
= - ) I~
g b
Ol ¥
B _ o Qo
DCD D
5 P hC 5.0
-: ALLUVIUM: POORLY GRADED SAND WITH GRAVEL (SP), trace fines, light olive gray, wet,
SPT 100 13-17-20 dense, medium grained gravel, fine grained sand, subangular, zones of oxidation
B ] 1 (37)
[ [ "ALLUVIUM: SILT (ML), trace sand, and clay, light olive gray, wet, low plasticity, very fine grained, |
minor oxidation
10
3} _ _ _ _ __ ..
SPT 5-6-7 : ALLUVIUM: SILTY SAND (SM), moderate yellowish brown, wet, medium dense, very fine to fine
B i 2 100 (13) grained, iron oxide staining
15
-with trace clay
SPT 7-7-7
L A 3 [ 190 g
°116.5

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:31 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 16.5 ft.
Backfilled with auger cuttings




BORING NUMBER BH-106
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

S IEFIEITASEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION Easton, NH
DATE STARTED _8/17/16 COMPLETED _8/17/16 GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
DRILLING CONTRACTOR _Geosearch LATITUDE 44.141967 LONGITUDE -71.788444
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _CME 75 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ 7ym e
= Fuo @) =55 ?a T o
oel w8 | 510852 | 2 |20 MATERIAL DESCRIPTION
w = — n | <
=4 O oz =EG)
< w ~
(] [hd
0
e FILL: SILTY SAND WITH GRAVEL (SM), olive brown, moist, fine to medium grained, fine to
B coarse grained gravel, subangular
SW ':., ALLUVIUM: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM), very pale brown
B N SM- o (10YR 7/4), moist, medium dense, fine to coarse grained sand, subrounded
SPT 4-12-8 0
5 1 72 (20) L _— o so | _ e
SR ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), olive gray (5Y 5/2), moist, medium
dense, fine grained sand
[ [ "ALLUVIUM: LEAN CLAY WITH SAND (CL), yellowish brown (10YR 5/4), moist to wet, soft, |
medium plasticity, fine grained sand
SPT 3-3-6
10 2 61 9)
L 2s) ]
ALLUVIUM: SILTY SAND (SM), brownish yellow (10YR 6/6), moist, very loose, fine grained
B n sand
[ 1[55T| 100| woH
15 il dis.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD
| = Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409
CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

DATE STARTED _8/16/16

DRILLING CONTRACTOR _Geosearch
DRILLING METHOD Hollow Stem Auger

LOGGED BY S. Laing CHECKED BY _S. Kearney

COMPLETED _8/16/16

BORING NUMBER BH-107

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION _Easton, NH

GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD

LATITUDE 44.139454 LONGITUDE _-71.786657

DRILLING EQUIPMENT _CME 75
GROUND WATER LEVEL:

SPT HAMMER _140 Ib Auto

NOTES
g 14 i w o)
= T I 2 = ?a T o
ngl Y€ | 51952 | 2 |&o MATERIAL DESCRIPTION
as | 9| m0> e
o
=4 O oz =EG)
< w ~
(] [hd
0
Sl FILL: SILTY SAND WITH GRAVEL (SM), olive brown, moist, fine to medium grained, fine to
DR R coarse grained gravel, subrounded
i ] GM o ROK . GLACIOLACUSTRINE: SILTY GRAVEL WITH SAND (GM), yellowish brown (10YR 5/4),
)° - moist, very dense, fine to coarse grained gravel, fine to coarse grained sand, subangular to
B ] c:D D subrounded
e 12|Q
o Do
B DCD D
SPT ; e P|C
5 1 86 |7-35-50/2 o0
DCD D
e 12|Q
L o
DCD D
e 12|Q
= . ° Do
DCD D
e 12|Q
B _ A
)c D
5 oP|d
- . eamplylos | ]
10 82 67 6('10)6 UL GLACIOLACUSTRINE: POORLY GRADED SAND WITH SILT (SP-SM), pale olive (5Y 6/4),
moist, loose, fine grained sand, with 1/8 inch layers of silt and clay
- Eddes ]
cL GLACIOLACUSTRINE: LEAN CLAY (CL), with silt, brownish yellow (10YR 6/6), moist,
B N medium stiff, low plasticity
B 1Y|SPT 3-4-10
3 [ 87| T(19
15 15.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




BORING NUMBER BH-108
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

S IEFIEITASEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION Easton, NH
DATE STARTED _8/16/16 COMPLETED _8/16/16 GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
DRILLING CONTRACTOR _Geosearch LATITUDE 44.13716 LONGITUDE _-71.784667
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _CME 75 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ ym e
= Fuo @) =55 ?a T o
ag| wg | Y| 054 | ©Q (ao MATERIAL DESCRIPTION
w o o | @o> |2 |g3
=4 O oz =EG)
< w ~
(] [hd
0
o FILL: SILTY SAND WITH GRAVEL (SM), moderate brown, moist, fine to medium grained, fine
s grained gravel, subangular
-] - < ALLUVIUM: gneissic boulder from 3 to 7 ft
e
— [
SPT| 20 | 50/5" %
xk; =
5 S
|/
[ [ "ALLUVIUM: WELL GRADED GRAVEL WITH SAND WITH SILT (GW-GM), moist, dense, fineto |
coarse grained gravel, fine to medium grained sand, angular to subangular
SPT 67 121621 _ {98 |
10 2 (37) ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), brownish yellow (10YR 6/6) to
olive gray (5Y 5/2), moist, dense, fine to medium grained sand
i ] SET 78 14{%2’;18 -with silt and clay, dark yellowish orange, fine grained sand, micaceous
15

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




BORING NUMBER BH-109
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

S IEFIEITASEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION Easton, NH
DATE STARTED _8/16/16 COMPLETED _8/16/16 GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
DRILLING CONTRACTOR _Geosearch LATITUDE 44.12858 LONGITUDE -71.792834
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _CME 75 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ ym . |o
= P x| 22D | 2T,
ag| wg | Y| 054 | ©Q (ao MATERIAL DESCRIPTION
w = — n | <
=4 O oz =EG)
< w ~
n 14
0
i FILL: SILTY SAND WITH GRAVEL (SM), grayish brown, moist, fine to medium grained, fine to
B coarse grained gravel, subangular
SW ':., ALLUVIUM: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM), yellowish brown
B N SM- o (10YR 5/4), moist, very dense, fine to coarse grained gravel, fine to coarse grained sand,
i subangular to subrounded
SPT 6-20-39 0
5 1| 2] (59 .
) ™»%\
I ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), olive gray (5Y 5/2), moist, loose,
B h fine grained sand
SPT 3-3-7
10 2 | 8] o)
-becomes yellowish orange, with silt and clay, very loose
B 71Y|SPT 72 2-3-3
3 (6) g .
15 Z4 5.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

Bottom of borehole at 15.0 ft.
Backfille with auger cuttings




@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD
| = Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409
CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

DATE STARTED _8/16/16

DRILLING CONTRACTOR _Geosearch
DRILLING METHOD Hollow Stem Auger

LOGGED BY S. Laing CHECKED BY _S. Kearney

COMPLETED _8/16/16

BORING NUMBER BH-110

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION _Easton, NH

GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD

LATITUDE 44.126831 LONGITUDE _-71.795591

DRILLING EQUIPMENT _CME 75
GROUND WATER LEVEL:

SPT HAMMER _140 Ib Auto

NOTES
g 14 i ym e
= P x| 22D | 2T,
oel w8 | 510852 | 2 |20 MATERIAL DESCRIPTION
w = — n | <
) QO | moO> 2
o
=4 O oz =EG)
< w ~
(] [hd
0
FILL: SILTY SAND WITH GRAVEL (SM), olive brown, moist, fine to medium grained, fine grained
gravel, subrounded
ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), trace gravel, olive, moist, medium
B h dense, fine grained gravel, fine to medium grained sand, subrounded, with 1/2 inch layers of fine
grained sand, silt, and clay
SPT 4-6-10
5 1189 “(16)
[ “ALLUVIUM: LEAN CLAY (CL), trace silt, olive, moist, very stiff, low plasticity, laminated |
SPT 4-6-10
10 2 | 87| ()
B _ L 20y ]
: ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), olive, moist, loose, fine grained sand
B 71Y|SPT 2-3-3
3 94 ©)
15 111115.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




4708 N Barker RD

@ QUANTA
= SUBSURFACE Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409
CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

DATE STARTED 8/15/16 COMPLETED 8/15/16
DRILLING CONTRACTOR _Geosearch

DRILLING METHOD HSA/Wireline Coring / NQ Size/Series 8

BORING NUMBER BH-112

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION Easton, NH

GROUND ELEVATION NA HOLE SIZE 4.25in

LATITUDE 44.123109 LONGITUDE _-71.800882

DRILLING EQUIPMENT _CME 75 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ ym e
= Fuo s 223 O
ag| Wg |¥g| 052 | ©Q |25 MATERIAL DESCRIPTION
L N o%| 30> | 2 |2
>z |© oz =EG)
< w ~
(] [hd
0
Sw- Feld ALLUVIUM: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM), olive to olive gray,
SM- Ceode moist, very dense, fine to coarse grained gravel, fine to coarse grained sand, angular
SPT o-27-40 | Yo fet
2 1 (67) .
R < 14Hs0
RN BEDROCK: Fresh (l), white (N9) and grayish black (N2), fine to medium grained, medium strong
Fl - (R3), GNEISS
B - / |
=
10 - |
|/
RC | 100 \
- - 1 [(100) -
L
A -
I
oy
E 7] RC | 100
2 |(100) %I
|/
S
15 - . 115.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




@ QUANTAE
SUBSURFACE

BORING NUMBER BH-113

4708 N Barker RD PAGE 1 OF 1
Spokane Valley, WA 99027
PN REIEIREIAEN Telephone: 509-892-9409
CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Easton, NH
DATE STARTED _8/5/16 COMPLETED _8/5/16 GROUND ELEVATION NA HOLE SIZE 5.5in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.119297 LONGITUDE _-71.805637
DRILLING METHOD _Hollow Stem Auger/Mud Rotary DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _J. Melton CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES _drilled 1 ft from digsafe arrow
g 14 c>>\°_’ 7ym e
= P x| 22D | 2T,
oE| Yy g > S % < 8 & @] MATERIAL DESCRIPTION REMARKS
a a5 | Q| mQ= - -
=4 O oz =EG)
< w ~
(] [hd
e Rok FILL: GRAVEL WITH SILT AND SAND (GM), trace organics, moderate brown,
e moist
DCD D
e P|C
o[ \°
e
el ALLUVIUM: SILTY SAND (SM), olive gray, moist to wet, medium dense, very
fine to fine grained, stratified, with layers of grading and oxidation
SPT 4-7-10
111001 "7
BEDROCK: Weathered granitic rock
roller bit 7 to 15 ft
SPT) O 50/1"
2
SPT
3 50/0"

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

@ QUANTAE
SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-114

DATE STARTED _8/5/16

DRILLING CONTRACTOR _SW Cole

COMPLETED _8/5/16

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Easton, NH
GROUND ELEVATION NA HOLE SIZE 5.5in
LATITUDE 44.117818 LONGITUDE -71.808605

DRILLING METHOD Hollow Stem Auger
LOGGED BY J. Melton
NOTES _drilled 1.9 ft from digsafe arrow

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

CHECKED BY _S. Kearney GROUND WATER LEVEL:

~n115.5

N R
> m . |O
= a¥ii x| = 2 % O
ag| wg | Y| 054 | ©Q (ao MATERIAL DESCRIPTION
wl J4= 0w |<5
=4 O oz =EG)
< w ~
n 14
0
GM e Rok FILL: GRAVEL WITH SILT AND SAND (GM), trace organics, moderate brown, moist
o
B 4 DCD D
e 12|Q
o Do
B I )c D
D25
L ALLUVIUM: SILTY SAND (SM), olive gray, moist, loose, very fine to medium grained
s |J|SPT| 56 | 333 ™ "ALLUVIUM SILT (OL), with clay, with organics, readish brown, moist, medium ST, low plastcry, |
1 (6) very fine to fine grained
[ “ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), trace fines, olive gray, moist, very |
B N dense, fine grained sand, cobble present in sample
SPT 61 15-27-26
10 2 (53)
[ "ALLUVIUM: POORLY GRADED GRAVEL WITH SAND (GP), trace fines, olive gray, moist, dense, |
B i coarse grained gravel, fine grained sand, subangular
SPT 89 16-19-20
15 3 (39) 0°

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




QUANTAE BORING NUMBER BH-115
4708 N Barker RD PAGE 1 OF 1

SUBSURFACE

Fﬁ Spokane Valley, WA 99027
Telephone: 509-892-9409

CLIENT PAR Electrical Contractors PROJECT NAME Northern Pass

PROJECT NUMBER 16004 PROJECT LOCATION Easton, NH

DATE STARTED 8/5/16 COMPLETED 8/5/16 GROUND ELEVATION NA HOLE SIZE 4.5in

DRILLING CONTRACTOR SW Cole LATITUDE 44.116062 LONGITUDE -71.81201

DRILLING METHOD _Solid Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _J. Melton CHECKED BY _S. Kearney GROUND WATER LEVEL:

NOTES _drilled 3.8 ft from digsafe arrow

V. AT TIME OF DRILLING _8.0ft

[ TYISPT| 50 50
xlz

W S
> m . |O
= a¥ii x| = 2 % O
ngl Y€ | 51952 | 2 |&o MATERIAL DESCRIPTION
"l':J ) QO | moO> 2
=4 O oz =EG)
< w ~
n 14
0
M FILL: GRAVEL (SM), with sand, with silt, trace organics, moderate brown, moist
ALLUVIUM: SILTY SAND (SM), dark brown olive gray, moist, medium dense, very fine to fine
B N grained, with lenses of clay, oxidation zones
SPT 8-9-19
5 1 [100] "2

VA

10

13.0

T ——

TILL: CLAYEY GRAVEL (GC), trace sand, medium brown, wet, fine to coarse grained gravel, fine
grained sand, angular to subangular, iron oxide staining, weak cementation

e

N

14.2

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

SPT )\ 100 o__50/2"

BEDROCK: Highly to completely weathered, schistose rock

Bottom of borehole at 14.2 ft.
Backfilled with auger cuttings




@ QUANTAE
SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-117

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION _Easton, NH

DATE STARTED _8/5/16
DRILLING CONTRACTOR _SW Cole

DRILLING METHOD Hollow Stem Auger
LOGGED BY _J. Melton
NOTES _drilled 2.9 ft from digsafe arrow

COMPLETED _8/5/16

GROUND ELEVATION NA HOLE SIZE 5.5in
LATITUDE 44.113671 LONGITUDE _-71.816327

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

CHECKED BY _S. Kearney GROUND WATER LEVEL:

DEPTH
(ft)

SAMPLE TYPE
NUMBER

RECOVERY %

BLOW
COUNTS
(N VALUE)

u.s.C.s.

GRAPHIC

LOG

MATERIAL DESCRIPTION

I:JSPT
. 1

o9

oo

e

Oﬂu

2.0

FILL: GRAVEL WITH SILT AND SAND (GM), trace organics, moderate brown, moist

GM

64

20-50/5"

10

oo Do

oo

T 76 © 75 © 76 © 78 © 75 ©

J

Oﬂu Oﬂu

Oﬂu

6.0

CL

85

GM

Y SPT
2

100

50

SPT

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

100

50

GM

OC_ DO (OO (O

S 376 © 7o © 076 © 7o © 076 ©

oﬂu oﬂu oﬂu o(-

oﬂu

14.5

ALLUVIUM: SILTY GRAVEL WITH SAND (GM), light brown, dry to moist, fine to coarse grained,
medium to coarse grained gravel, angular to subangular, zones of oxidation throughout

ALLUVIUM: LEAN CLAY (CL), trace sand, light brown, moist, very stiff, low plasticity, fine grained
sand

ALLUVIUM: GRAVEL WITH SILT AND SAND (GM), medium brown to olive gray, moist, fine
grained, coarse grained gravel, subangular, iron oxide staining, with lenses of clay

-becomes weakly cemented

Bottom of borehole at 14.5 ft.
Backfilled with auger cuttings




QUANTA K
@ SUBSURFACE 4708 N Barker RD
=T o G|
CLIENT PAR Electrical Contractors

BORING NUMBER BH-118

PAGE 1 OF 1

Spokane Valley, WA 99027
Telephone: 509-892-9409

PROJECT NAME Northern Pass

PROJECT NUMBER _16004

PROJECT LOCATION _Easton, NH

DATE STARTED _8/5/16
DRILLING CONTRACTOR _SW Cole

COMPLETED _8/5/16

GROUND ELEVATION HOLE SIZE 5.5in
LATITUDE 44.112152 LONGITUDE _-71.818869

NA

DRILLING METHOD Hollow Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY J. Melton
NOTES _drilled 4 ft from digsafe arrow

CHECKED BY _S. Kearney

GROUND WATER LEVEL:
V AT TIME OF DRILLING 3.0t

N X
> w e
= a¥ii x| = 2 % O
ngl Y€ | 51952 | 2 |&o MATERIAL DESCRIPTION
) QO | moO> 2
a
=4 O oz =EG)
< L ~
(7)) [v4
0
AN FILL: GRAVEL WITH SILT AND SAND (GM), trace organics, moderate brown, moist, fine to
GM o[y coarse grained gravel, fi ined d, sub ded
5 \a) g gravel, fine grained sand, subrounde
n - [&
e
0
o D"
- T )c D
Dl25

GC

SPT| 100 | 50/4"

R

8.0

GM

9
RN

Oﬂu

SPT
10 2

12-14-
50/3"

oo

100

Y DY (Y
Oﬂu Oﬂu Oﬂu

GM

O Ug © WUg © Ug © Ug © WU ©
o © o Qe [\t Qe Qe

P

Oﬂu

SPT | 100\ 50/3" 14.3

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

TILL: CLAYEY GRAVEL WITH SAND (GC), dark brown, wet, very dense, very fine to fine grained,
= medium grained gravel, subangular, iron oxide staining

TILL: GRAVEL WITH SILT AND SAND (GM), moderate brown, wet, very dense, very fine to fine
grained, fine to coarse grained gravel, subangular, iron oxide staining

-becomes pale brownish gray, with lenses of clay, coarse grained angular gravel, moderate
cementation

Bottom of borehole at 14.3 ft.
Backfilled with auger cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

@ QUANTAE
SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-119

PROJECT NUMBER _16004

DATE STARTED _8/5/16

DRILLING CONTRACTOR _SW Cole

COMPLETED _8/5/16

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Easton, NH
GROUND ELEVATION NA HOLE SIZE 5.5in
LATITUDE 44.109253 LONGITUDE -71.819989

DRILLING METHOD Hollow Stem Auger
LOGGED BY J. Melton

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

CHECKED BY _S. Kearney GROUND WATER LEVEL:

NOTES _drilled 2 ft from digsafe arrow

V AT TIME OF DRILLING _3.0ft

W S
> w e
= - x| = 2 % ?a T o
oel w8 | 510852 | 2 |20 MATERIAL DESCRIPTION
w o o | @o> |2 |g3
=4 O oz =EG)
< w ~
(] [hd
0
GM e Rok FILL: GRAVEL WITH SILT AND SAND (GM), trace organics, moderate brown, moist
o
B 4 DCD D
e 12|Q
o Do
B _ )c
§6E€AN|E DEPOSITS: PEAT (PT), with organics, dusky brown, wet, medium stiff, very fine to fine |
B N = grained, strong odor
SPT 1-6-2
5 1 100 ®)
- i w73
GP P STREAM TERRACE DEPOSITS: SANDY GRAVEL (GP-GC), trace organics, moderate grayish
B i GC- )"[% brown, wet, dense, very fine to fine grained, fine to coarse grained gravel, angular, with lenses of
© clay
c%é
= o
D, %
SPT 13-17-15
100 P
10 2 (32) o Eé
D, %
. o [é
o
D, %
- A é
o[§g)12.5
BEDROCK: Highly weathered, granitic rock
15
ng 0 | 25-50/0" 155

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




@ QUANTAE
SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-120

PROJECT NUMBER _16004

DATE STARTED _8/3/16

DRILLING CONTRACTOR SW Cole
DRILLING METHOD SSA/Wireline Coring / NQ Size/Series 8

COMPLETED _8/4/16

PAGE 1 OF 1
PROJECT NAME Northern Pass

PROJECT LOCATION _Easton, NH

GROUND ELEVATION NA HOLE SIZE 4.5in

LATITUDE 44.107177 LONGITUDE -71.819752

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing/J. Melton CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES _drilled 2 ft from digsafe arrow point
g 14 c>>\°_’ ym . |o
= Fuo s 223 O
aE| WS |59/ 952 | @ |20 MATERIAL DESCRIPTION
"l':J a5 || mo> | @ |-
>z |© oz =EG)
< w ~
n 14
0
o k .
oM Lo FILL: SILTY GRAVEL WITH SAND (GM)
B 4 )c D
0P[5
s STREAM TERRACE DEPOSITS: SILTY SAND (SM), olive gray to olive brown, moist, loose, fine
B N - : grained sand, zones of oxidation throughout
i SPT] 100 | 50/3" : -cobbles present
1 .
5 :
// . BEDROCK: Fresh (l), grayish blue green (5BG 5/2), very fine to fine grained, strong (R4), SCHIST,
B / weakly foliated
7
U,
10 ////
RC | 100 Y
1 1(77) %
Y 7
7y
Y 7
7y
RC | 100 g
| | 2 | (63) Vj//// -zone of extensive pyrite mineralization between 13.6 and 14.2 ft
7
.
15 Y74415.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 22:16 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\PLYMOUTH, NH\NPPLYM.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




@ QUANTAE
SUBSURFACE

~ Engineering + Construction

CLIENT PAR Electrical Contractors

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-121

PROJECT NUMBER _16004

DATE STARTED _8/3/16
DRILLING CONTRACTOR _SW Cole
DRILLING METHOD _Solid Stem Auger

COMPLETED _8/3/16

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Easton, NH
GROUND ELEVATION NA HOLE SIZE 4 in
LATITUDE 44.104394 LONGITUDE -71.820177

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES _drilled 3.5 ft from digsafe arrow point
g 14 i 7 m e
E R R
ag| W | ¥ 1952 | Q2o MATERIAL DESCRIPTION
| J4= n (<3
=4 &} oz =EG)
< w ~
n 14
0
B FILL: SILTY SAND WITH GRAVEL (SM), olive brown, moist, fine to medium grained, fine grained
- gravel, subangular
i ] SW H ALLUVIUM: WELL GRADED SAND WITH GRAVEL (SW-SM), trace silt, light brown to olive
SM- eN brown, moist, medium dense, fine to coarse grained gravel, fine to coarse grained sand, angular to
B i rounded
SPT 25-8-7 °
5 1| 2] “(1s) g
i j: -becomes dense
SPT 6-9-23 | QN[
10 2| | 32 g
<1fH2s
sc 7 TILL: CLAYEY SAND (SC), olive gray, moist, very dense, low plasticity, fine grained
: ng 100 | 36-50/1"

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 14.6 ft.
Backfilled with auger cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

QUANTAE BORING NUMBER BH-122
4708 N Barker RD PAGE 1 OF 1

SUBSURFACE

Fﬁ Spokane Valley, WA 99027
Telephone: 509-892-9409

CLIENT PAR Electrical Contractors PROJECT NAME Northern Pass

PROJECT NUMBER 16004 PROJECT LOCATION Easton, NH

DATE STARTED 8/3/16 COMPLETED 8/3/16 GROUND ELEVATION NA HOLE SIZE 4 in

DRILLING CONTRACTOR SW Cole LATITUDE 44.10232 LONGITUDE -71.82255

DRILLING METHOD _Solid Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES _drilled 32 inches from digsafe arrow point
g 14 ;\c-’ 7ym e
= P x| 22D | 2T,
oel w8 | 510852 | 2 |20 MATERIAL DESCRIPTION
w = — 0w |<5
=4 O oz =EG)
< w ~
(] [hd
0
M FILL: SILTY SAND WITH GRAVEL (SM)
L 8y ]
S - SW oo STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH GRAVEL WITH SILT (SW-SM),
SM- o olive to olive brown, moist, medium dense, fine grained gravel, fine to coarse grained sand,
‘e subrounded
SPT 6-8-10 2
5 1 %] (18 “
o beeMes o
sp : STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH GRAVEL (SP), black, moist,
B N medium dense, fine grained sand, subrounded, hydrocarbon odor, hydrocarbon staining
SPT 3-4-30
10 2 | 56| “(34
~110.5

Bottom of borehole at 10.5 ft.
Backfilled with bentonite and drill cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

QS
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD
| = Spokane Valley, WA 99027

BORING NUMBER BH-123

PAGE 1 OF 1
S IEFIEITASEIEEN Telephone: 509-892-9409
CLIENT PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER 16004 PROJECT LOCATION Easton, NH
DATE STARTED 8/3/16 COMPLETED 8/3/16 GROUND ELEVATION NA HOLE SIZE 4 in
DRILLING CONTRACTOR SW Cole LATITUDE 44.100259 LONGITUDE -71.824592

DRILLING METHOD _Solid Stem Auger/Mud Rotary

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:

NOTES _drilled 2 ft from digsafe arrow point

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

SW-

8.0

STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH SILT AND
GRAVEL (SW-SM), olive brown to dark brown, fine grained gravel, fine to
coarse grained sand, angular to subrounded, weathered schist fragments

\\\\\\\Sooooooooooooooooooooooo

10 %

x\i 0 50/2" Z///////

-

Vi e
15 % 15.0

BEDROCK: Highly weathered (IV), SCHIST

-becomes fresh to slightly weathered, with quartz, biotite, and pyrite

N ES
m .| O
I - & = 2Y | o T
| um w z2 &) 0}
LE | o= > | 95 : & o MATERIAL DESCRIPTION REMARKS
a a5 | 0| @o> | 2 g~
=4 O oz =)
< w ~
n 14
0
FILL
| 2.0
: STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH SILT
(SP-SM), dark brown (7.5YR 3/2) to dark grayish brown (2.5Y 4/2), moist,
B i medium dense, fine grained sand
SPT 11-11-13
5 1172 (o

roller bit from 8 to
15 ft, fresh rock
at 13 ft

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




as BORING NUMBER BH-124
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

Zm TSN Telephone: 509-892-9409

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:59 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

CLIENT _PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION Easton, NH
DATE STARTED _8/3/16 COMPLETED _8/3/16 GROUND ELEVATION NA HOLE SIZE 4 in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.098299 LONGITUDE _-71.827671
DRILLING METHOD _SSA/Wireline Coring / NQ Size/Series 8 DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES _drilled 1 ft from digsafe arrow point
g 14 c>>\°_’ 7ym e
= Fu sl 2ED | 2 [T
oE| W g >d| O % < e MATERIAL DESCRIPTION REMARKS
wl x — 0w |<5
>z |© oz =EG)
< w ~
(] [hd
0
FILL
1.5
SW-[er STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH SILT AND
B N SM- o GRAVEL (SW-SM), trace organics, grayish brown and dark brown, moist,
i loose, fine grained gravel, fine to coarse grained sand, subangular, organic
¢ odor
SPT 3.5.3 2
5 1 1%0] " -
V 75
[ 7
/// roller bit from 8.5
V% BEDROCK: Highly weathered (IV), foliated blueish, dark blueish gray fine to 11 ft
- /?/ grained, SCHIST
SPT 50/0" 7
U,
10 2 //’//
7
U,
Y 7
7y
V///
B | RC | 93 7
1 |(75) /?//f
7
U,
.
15 % 15.0

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




BORING NUMBER BH-125
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

S IEFIEITASEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass

PROJECT NUMBER 16004 PROJECT LOCATION Easton, NH

DATE STARTED 8/3/16 COMPLETED 8/3/16 GROUND ELEVATION NA HOLE SIZE 4 in

DRILLING CONTRACTOR _SW Cole LATITUDE 44.096395 LONGITUDE -71.830381
DRILLING METHOD Hollow Stem Auger DRILLING EQUIPMENT Diedrich D50 SPT HAMMER 140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:

NOTES 4 ft off road from digsafe arrow

o
T = % v |2
=~ foa) G |FO
aE| Ys ; & O MATERIAL DESCRIPTION
== 2 |o
<
(%]
0
M FILL: SILTY SAND WITH GRAVEL (SM), dark brown, hydrocarbon odor noted

4.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 4.0 ft.
Backfilled with bentonite and drill cuttings




BORING NUMBER BH-126
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Easton, NH
DATE STARTED 8/1/16 COMPLETED _8/1/16 GROUND ELEVATION NA HOLE SIZE 4 in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.09507 LONGITUDE -71.830301
DRILLING METHOD _Solid Stem Auger/Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES 1.5 ft from digsafe arrow ZAT TIME OF DRILLING 5.5ft
g 14 c>>\°_’ 7ym e
= P x| 22D | 2T,
aE| Y | 21952 | 2 (%9 MATERIAL DESCRIPTION
=4 O oz =EG)
< w ~
(] [hd
0
SM FILL: SILTY SAND WITH GRAVEL (SM)
i ] sp STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH SILT (SP-SM), light brown to
SM- olive, moist, medium dense, fine grained sand
SPT 5-7-4
5 1187 "1

-becomes olive to olive brown, wet, very dense, fine to medium grained sand, gravel content
increases

) €l g :
X PT100 | 5055" | p.
10 SM

-becomes yellowish brown, moist, fine grained sand, with weak cementation, possible derived

36-46- | SP- from granitic source

50/5" | SM

SPT

15 3 100

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:32 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\EASTON, NH\NPEAST.GPJ

Bottom of borehole at 15.4 ft.
Backfilled with auger cuttings
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SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-128

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT NUMBER _16004

PROJECT LOCATION _Woodstock, NH

DATE STARTED _8/1/16

DRILLING CONTRACTOR _SW Cole

COMPLETED _8/1/16

GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD

LATITUDE 44.090733 LONGITUDE _-71.824626

DRILLING METHOD Hollow Stem Auger
CHECKED BY _S. Kearney GROUND WATER LEVEL.:

LOGGED BY S. Laing

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

NOTES 1.5 ft from digsafe arrow point at edge of road

w |
w o)
= | FE B |25 |9 |F,
aE| Y | 21952 | 2 (%9 MATERIAL DESCRIPTION
oS QO | moO> Y 2
o
== O oz 2 |o
< L ~
n 14
0
GM P R} FILL: SILTY GRAVEL (GM), trace sand, dark brown, moist, very loose, fine to coarse grained
)° - gravel, fine to coarse grained sand, subrounded, hydrocarbon odor noted
B 4 g b
D(C
o
o Qo
B N )cD D
AN
o Qo
i ] DCD D
e 1|Q
B o Q"
GM )c D
5 SPT 50 2-0-0 LO Q
1 (0) o\
DCD D
NS
B _ AR
P bles

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:52 - CA\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 6.8 ft.
Backfilled with bentonite and drill cuttings




@ QUANTAE
SUBSURFACE

~ Engineering + Construction

CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-129

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION _Woodstock, NH

DATE STARTED _8/1/16
DRILLING CONTRACTOR _SW Cole

DRILLING METHOD Hollow Stem Auger

COMPLETED _8/1/16

GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD

LATITUDE 44.088722 LONGITUDE _-71.822073

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

(12)

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES _1.5 ft from arrow on road
g 14 c>>\°_’ ym . |o
E_| DE I E| 2535 |Ee
aE| Y | 21952 | 2 (%9 MATERIAL DESCRIPTION
=4 O oz =)
< w ~
n 14
0
lo%s ol FILL: WELL GRADED SAND (SW-SM), dark brown, moist, medium dense, fine to medium
SW-Le. 4 ;
o4 grained sand
SM .ol
- SW-[o?
SM e
5 SPT| g¢ | 2-1-11 .4.8

STREAM TERRACE DEPOSITS: SILTY SAND (SM), olive brown, wet, medium dense, fine
grained sand, hydrocarbon odor at 7.2 ft

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:52 - CA\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 7.2 ft.
Backfilled with bentonite and drill cuttings




@ QUANTAE
SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-130

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION _Woodstock, NH

DATE STARTED _8/1/16

DRILLING CONTRACTOR _SW Cole

COMPLETED _8/1/16

GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
LATITUDE 44.087014 LONGITUDE _-71.819203

DRILLING METHOD Hollow Stem Auger
LOGGED BY S. Laing
NOTES 1.5 ft off of road from arrow point

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

CHECKED BY _S. Kearney GROUND WATER LEVEL:

E X
> m . |O
= a¥ii x| = 2 % O
aE| W2 | Y (952 | 9 |20 MATERIAL DESCRIPTION
a a5 | Q| @g=> | @ |x-
=4 O oz =EG)
< L ~
(7)) [v4
0
FILL: POORLY GRADED SAND WITH GRAVEL (SP), olive gray, moist, loose, fine grained sand,
subrounded to rounded
SPT 7-5-2
5 1 1% '@
i ] T STREAM TERRACE DEPOSITS: SILTY GRAVEL WITH SAND (GM), olive, moist, very dense,
GM o[y fine to coarse grained gravel, fine grained d, sub lar t b ded
5 \d) g g , grained sand, subangular to subrounde
n - g
e
0
o D"
B DCD D
SPT 28-31-48 P RIS
10 5 | 67 (79) )c' 0
4Plos|
3 : STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH SILT (SP-SM), olive gray,
B I moist, dense, fine grained sand
[ Z[SET] o | 19502 It
1.114.7

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:52 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 14.7 ft.
Backfilled with auger cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD
| = Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT PAR Electrical Contractors

PROJECT NUMBER _16004

DATE STARTED _8/1/16 COMPLETED _8/1/16

DRILLING CONTRACTOR _SW Cole

BORING NUMBER BH-131

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Woodstock, NH
GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
LATITUDE 44.085356 LONGITUDE -71.816415

DRILLING METHOD Hollow Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
GROUND WATER LEVEL:

V AT TIME OF DRILLING _6.5ft

MATERIAL DESCRIPTION

FILL: SILTY SAND WITH GRAVEL (SM), olive brown, moist, fine grained gravel, fine to medium

grained sand, subangular

LOGGED BY S. Laing CHECKED BY _S. Kearney
NOTES 1 ft off road from arrow point
g 14 c>>\°_’ ym o)
= P B33 | § |Eo
5E| 82 | 3832 |4 |59
D .
= =4 O @ oz = %
< L ~
(7)) [v4
0
SM
| 3.0
SW-[e
SM Z:
SPT| 50 |6-10-50/2" o
5 1 Y
<lktles
SPT 32-22-30
10 2 (52)
15 SPT 250" ) \

STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM),
olive, wet, very dense, fine to coarse grained gravel, fine to coarse grained sand, subangular

~ STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH GRAVEL (SP), olive to olive

brown, moist, very dense, fine to coarse grained gravel, fine grained sand, angular to subangular

-boulders from 13 to 15 ft

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




@ QUANTAE
SUBSURFACE

~ Engineering + Construction

CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-133

PAGE 1 OF 1

PROJECT NAME Northern Pass

PROJECT LOCATION _Woodstock, NH

DATE STARTED 8/1/16
DRILLING CONTRACTOR SW Cole
DRILLING METHOD Hollow Stem Auger

COMPLETED _8/1/16

GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
LATITUDE 44.083289 LONGITUDE _-71.810187

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 i w e
= T I 2 212 |Zo
ag| wg | Y| 054 | ©Q (ao MATERIAL DESCRIPTION
] ] n (<3
=4 O oz =EG)
< w ~
n 14
0
FILL
2.8
5 - SW-fee STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH GRAVEL AND SILT (SW-SM),
SM- o with silt, brown to olive brown, moist, medium dense, fine to coarse grained gravel, fine to coarse
‘e grained sand, subrounded
SPT 10-8-4 -~
5 1 1% (12 g
i Z: -becomes olive to olive brown, silty content decreases
SW- oo
SPT 3-9-17 M oo
10 2 | 57| ") |SMEx
| SRS S LX) I
cL STREAM TERRACE DEPOSITS: SANDY CLAY WITH GRAVEL (CL), olive gray, moist to wet,
stiff, low plasticity, fine grained gravel, fine grained sand
SPT 4-5-6
15 3|97 @1y L_ 50 ]
ML | | | 155| STREAM TERRACE DEPOSITS: SANDY SILT (ML), trace clay, stiff, fine grained sand

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:52 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




BORING NUMBER BH-134
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER 16004 PROJECT LOCATION Woodstock, NH
DATE STARTED _8/1/16 COMPLETED _8/1/16 GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
DRILLING CONTRACTOR _SW Cole LATITUDE 44.081529 LONGITUDE _-71.806507
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES 2.3 ft off road from arrow point 2 AT TIME OF DRILLING 7.0ft
g 14 i ym e
= P x| 22D | 2T,
oel w8 | 510852 | 2 |20 MATERIAL DESCRIPTION
wl = — 0w |<5
=4 O oz =EG)
< w ~
(] [hd
0
FILL
STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH GRAVEL (SP), reddish gray,
B N moist, dense, fine grained gravel, fine to medium grained sand, subangular to subrounded
SPT 1 12-18-22
5 1 (40)
] sw ~ STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM), |
SM- o olive, wet, dense, fine grained gravel, fine to coarse grained sand, subangular to subrounded
SPT 11-14-19 2
10 2 | 781 (33 “
. et
- STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH SILT (SP-SM), olive, wet,
B N medium dense, fine grained sand
SPT 5-7-9
15 3 (16) | —bmsol o ___ R ——
STREAM TERRACE DEPOSITS: POORLY GRADED SAND (SP), olive gray, wet, medium dense,

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

\ medium to coarse grained sand /]

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

QUANTAE BORING NUMBER BH-135
4708 N Barker RD PAGE 1 OF 1
SUBSURFACE
Fﬁ Spokane Valley, WA 99027
Telephone: 509-892-9409
CLIENT PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER 16004 PROJECT LOCATION Woodstock, NH
DATE STARTED 8/1/16 COMPLETED 8/1/16 GROUND ELEVATION NA HOLE SIZE 4 in ID/8 in OD
DRILLING CONTRACTOR SW Cole LATITUDE 44.07836 LONGITUDE -71.800313

DRILLING METHOD Hollow Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:

NOTES 4 ft from arrow tip

a R —
= 'té E z‘ﬁﬁ 8 %o
aE| Ys | > | 95T | 4 |29
=4 O oz =EG)
< | <
P @
0

MATERIAL DESCRIPTION

X S':T 83 50

FILL

5
SW- [
SM Z:
SPT 24-32-35 i
10 2 | 787 (67 “
| Leddtlies
SPT 3-4-5
15 3 100 )

ALLUVIUM: POORLY GRADED SAND WITH GRAVEL (SP), light brown to olive brown, moist,
very dense, fine to coarse grained gravel, fine to medium grained sand, subangular to subrounded,
cobbles present

ALLUVIUM: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM), light brown to grayish
brown, moist, very dense, fine to coarse grained gravel, fine to coarse grained sand, subrounded

ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), light brown to gray, moist, loose, fine
grained sand

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




BORING NUMBER BH-136
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER 16004 PROJECT LOCATION Woodstock, NH
DATE STARTED _7/29/16 COMPLETED _7/29/16 GROUND ELEVATION NA HOLE SIZE 5.5in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.068378 LONGITUDE -71.792034
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ 7ym e
= P x| 22D | 2T,
oel w8 | 510852 | 2 |20 MATERIAL DESCRIPTION
wl = — 0w |<5
=4 O oz =EG)
< w ~
(] [hd
0
FILL: COBBLES, and sand
B _ - 20 ¢ _ ]
: FILL: POORLY GRADED SAND WITH SILT (SP-SM), trace clay, trace organics, olive brown,
moist, very loose, fine grained sand
SPT 3-2-2
5 117 @
7.5
STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH GRAVEL (SP), light brown to
B N olive brown, moist, medium dense, fine grained gravel, fine to medium grained sand, subangular
to subrounded
SPT 11-7-9
10 2 | 0] (g
| | beieM20) ]
SW oo STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM),
SM- o olive brown, wet, medium dense, fine to coarse grained gravel, fine to coarse grained sand,
B ] ‘e subrounded to rounded
SPT 17-12-11 2
15 3| 2 23 >
% 15.5

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




QUANTA K
@ SUBSURFACE 4708 N Barker RD
=

BORING NUMBER BH-137

PAGE 1 OF 1
Spokane Valley, WA 99027
i ETIEITRISEIEEN Telephone: 509-892-9409
CLIENT PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER 16004 PROJECT LOCATION Woodstock, NH
DATE STARTED 7/29/16 COMPLETED 7/29/16 GROUND ELEVATION NA HOLE SIZE 5.5in
DRILLING CONTRACTOR SW Cole LATITUDE 44.065407 LONGITUDE -71.791859

DRILLING METHOD Hollow Stem Auger

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ ym . |o
= P x| 22D | 2T,
ag| wg | Y| 054 | ©Q (ao MATERIAL DESCRIPTION
w = — 0w |<5
=4 O oz =EG)
< w ~
n 14
0
FILL
B N ORGANIC DEPOSITS: CLAYEY SAND (SC), with roots, and organics, dark brown to grayish
brown, moist, very loose, fine grained sand, organic smell
i -becomes olive gray to olive, with silt, moist to wet, medium dense, trace organics
SPT 39 2-2-2
2 1 @)
i ] ALLUVIUM: POORLY GRADED SAND WITH SILT (SP-SM), and clay, olive brown, wet, medium
dense, fine grained sand
SPT 2-4-18
10 2 | 8| 22
i _x\i 100} 50/2" -becomes dense
3
15

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:53 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\INPWDSTOCK.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




BORING NUMBER BH-138
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Woodstock, NH
DATE STARTED _7/29/16 COMPLETED _7/29/16 GROUND ELEVATION NA HOLE SIZE 5.5in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.05838 LONGITUDE -71.79272
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ 7ym e
= P x| 22D | 2T,
oel w8 | 510852 | 2 |20 MATERIAL DESCRIPTION
w = — n | <
=4 O oz =EG)
< w ~
(] [hd
0
STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH GRAVEL AND SILT (SP-SM),
brown, moist, loose, fine grained gravel, fine to coarse grained sand, angular to subangular
SPT 6-4-2
5 1133 "
[ | STREAM TERRACE DEPOSITS: CLAYEY SAND WITH GRAVEL (SC), olive gray, moist, medium |
dense, low plasticity, fine grained gravel, fine grained sand, subrounded to rounded
SPT 5-5-6
10 2 | 4
[ [ "STREAM TERRACE DEPOSITS: LEAN CLAY (CL), trace gravel, light brownish gray to olive gray, |
wet, very stiff, fine grained gravel, subrounded
SPT 7-7-9
15 3| % | (19
15.5

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:53 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\INPWDSTOCK.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




BORING NUMBER BH-139
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

S IEFIEITASEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Woodstock, NH
DATE STARTED _7/29/16 COMPLETED _7/29/16 GROUND ELEVATION NA HOLE SIZE 5.5in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.05471 LONGITUDE _-71.79407
DRILLING METHOD _Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ ym e
= P x| 22D | 2T,
nZ2| 4€ | 5 | 852 | 9 &0 MATERIAL DESCRIPTION
w = — n | <
=4 O oz =EG)
< w ~
n 14
0
FILL: POORLY GRADED SAND WITH GRAVEL (SM), with silt, light brown to brown, moist,
medium dense, fine to medium grained sand, subangular
5 SPT| g7 | 12-12-11 STREAM TERRACE DEPOSITS: SILTY SAND WITH GRAVEL (SM), brown to olive brown, moist,
1 (23) medium dense, fine to medium grained sand, subrounded to rounded, black patches of organic
rich sediment
[ P<{SPT|_0_j 502" [ bouldersfrom9to 135f
2
10
L __h O 85 _ -]
S STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH SILT (SP-SM), brownish gray
B : K to reddish gray, moist, medium dense to very dense, fine to medium grained sand, subrounded,
SPT 73 | 26-50/5" : : weathered schist at bottom of sample
15 3 i s.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:53 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




@ QUANTAE
SUBSURFACE

BORING NUMBER BH-141

4708 N Barker RD PAGE 1 OF 1
Spokane Valley, WA 99027
PN REIEIREIAEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Easton, NH
DATE STARTED _7/29/16 COMPLETED _7/29/16 GROUND ELEVATION NA HOLE SIZE 4 in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.04252 LONGITUDE -71.7918
DRILLING METHOD _Solid Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES _stopped drilling due to hydrocarbon odor

g 14 ;\c-’ 7ym e
= P x| 22D | 2T,
oE| Yy g > S % < o & @] MATERIAL DESCRIPTION REMARKS
a a5 | Q| @g=> | @ |x-

=4 O oz =EG)

< w ~

(] [hd

0
SW 2o ol FILL: WELL GRADED SAND WITH GRAVEL (SW-SM), with silt, brown, moist,
SM- Ceode very loose, fine grained gravel, fine to coarse grained sand, subrounded
:: -hydrocarbon odor noted
- Y[SPT " 2
m 1 88 | 11-50/2 <147 refusal at 4.7 ft,

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 22:20 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\PLYMOUTH, NH\NPPLYM.GPJ

Bottom of borehole at 4.7 ft.
Backfilled with bentonite and drill cuttings




BORING NUMBER BH-142
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Woodstock, NH
DATE STARTED _7/29/16 COMPLETED _7/29/16 GROUND ELEVATION NA HOLE SIZE 4 in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.040123 LONGITUDE -71.791759
DRILLING METHOD _Solid Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ ym . |o
= Fuo @) =55 ?a T o
nZ2| 4€ | 5 | 852 | 9 &0 MATERIAL DESCRIPTION
w = — n | <
=4 O oz =EG)
< w ~
(] [hd
0
FILL: SILTY SAND WITH GRAVEL (SM), brownish gray to reddish gray, moist, medium dense,
fine grained gravel, fine to coarse grained sand, subangular to subrounded
SPT 5-5-6 -
5 1158 (1) :
i ] SW-fee TILL: WELL GRADED SAND WITH GRAVEL (SW-SM), with silt, light brown to brown, moist, very
SM- o dense, fine to coarse grained sand, angular to subangular
10 |L[55T] 47 |s23505 it
| pedfplt8 ]
- - e TILL: POORLY GRADED SAND WITH GRAVEL WITH SILT (SP-SM), grayish brown, moist, very
dense, fine to coarse grained gravel, fine to medium grained sand, subangular, broken up cobble
SET| 50 | 21-50
15

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:53 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\INPWDSTOCK.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




Q UAN TA 4708 N Barker RD
SUBSURFACE
Fﬁ Spokane Valley, WA 99027
Telephone: 509-892-9409
CLIENT _PAR Electrical Contractors

PROJECT NUMBER _16004

DATE STARTED _7/29/16 COMPLETED _7/29/16
DRILLING CONTRACTOR _SW Cole

DRILLING METHOD _Solid Stem Auger/Mud Rotary

BORING NUMBER BH-143

PAGE 1 OF 1
PROJECT NAME Northern Pass

PROJECT LOCATION _Woodstock, NH

GROUND ELEVATION NA HOLE SIZE 4 in

LATITUDE 44.036727 LONGITUDE -71.783512

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Laing CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 i w e
T Fw | x| = 28 | o I
| um w z2 &) 0}
oE | IS > 9 5 ; % o MATERIAL DESCRIPTION REMARKS
a a5 | 0| @o> | 2 g~
=4 O oz =)
< L ~
%) o
0

SPT 9-6-6
(12)

FILL: POORLY GRADED SAND WITH GRAVEL (SP), light brown to reddish
brown, moist, medium dense, fine grained gravel, fine to medium grained sand,
subrounded

10

‘\SPT 0 50/1"
2

15 15.0

BEDROCK: Highly weathered (IV), GRANITE, granitic cuttings

roller bit from 8.6
to 15 ft

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 11:53 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

Q UAN TA 4708 N Barker RD
SUBSURFACE
Fﬁ Spokane Valley, WA 99027
Telephone: 509-892-9409
CLIENT _PAR Electrical Contractors

PROJECT NUMBER _16004

DATE STARTED _7/27/16
DRILLING CONTRACTOR _SW Cole

COMPLETED _7/27/16

DRILLING METHOD SSA/Wireline Coring / NQ Size/Series 8

BORING NUMBER BH-144

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Woodstock, NH
GROUND ELEVATION NA HOLE SIZE 4 in
LATITUDE 44.035967 LONGITUDE -71.779863

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings

LOGGED BY _S. Kearney CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 i w o)
I Fw | x| = 2y | o T
| um w oZd o a9
REe| 33 > 835« s |<9 MATERIAL DESCRIPTION REMARKS
=4 O oz =EG)
< w ~
(] [hd
0
FILL: SILTY SAND WITH GRAVEL (SM), trace organics, brown, moist, loose,
coarse grained gravel, fine to medium grained sand, subrounded
STREAM TERRACE DEPOSITS: POORLY GRADED SAND WITH GRAVEL
B (SP), grayish brown, moist, medium dense, fine to coarse grained gravel,
SPT 6 10-9-9 medium to coarse grained sand, subrounded
5 1 (18)
STREAM TERRACE DEPOSITS: BOULDERS AND COBBLES
10
cored through
RC boulder from 10
B ] 1 O to 11.5ft
L \\J sy
| | GP [:BOL STREAM TERRACE DEPOSITS: POORLY GRADED GRAVEL (GP), white
)O 5 and black and gray, coarse grained, subrounded, with some boulders
L P9 C
50
o b
i 0O
50
15 SPT 50/0° 2 0lis0
——\GP




BORING NUMBER BH-145
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
Spokane Valley, WA 99027

P NS REEIEE Telephone: 509-892-0409

CLIENT _PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER 16004 PROJECT LOCATION Woodstock, NH
DATE STARTED _7/27/16 COMPLETED _7/27/16 GROUND ELEVATION NA HOLE SIZE 4.5In
DRILLING CONTRACTOR _SW Cole LATITUDE 44.033706 LONGITUDE -71.771124
DRILLING METHOD _SSA/Wireline Coring / NQ Size/Series 8 DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Kearney CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
E 14 i w e
= Fuolkal = 2 = O
oE| W g >3g| 9 % 2|9 & o MATERIAL DESCRIPTION REMARKS
a S Q% @o=> | @ |x-
>z |© oz =EG)
< w ~
(] 14
0
i FILL: SILTY SAND WITH GRAVEL (SM), brown, moist, loose, fine to coarse
- grained gravel, fine to medium grained sand, angular
i ] SW STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH SILT AND
SM- o GRAVEL (SW-SM), brown (7.5YR 5/3), moist, medium dense, fine to coarse
B ‘e grained gravel, fine to coarse grained sand, subrounded
SPT 6-9-6 .
5 1] 8] s g
| | - b18.0 auger refusal at 8
3}“(: BEDROCK: Fresh (l), whiteish green and black, coarse grained, strong (R4) to ft
NS very strong (R5), GRANITE, granular, slightly metamorphosed, minor amounts
B _ AN of epidote
3:\:\’:
10 S
2
N
- >sN-n08y ]
C ] ~ T _Corelossfrom 108to 10 Rt _ _ _ _ _ _ _ ___ /7
N 3) -becomes slightly weathered, medium strong to strong
S )
RC | 97 N
1 1(60) R
| . oA >
2
N
NN
| ] o
2
N
15 AN 150

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




BORING NUMBER BH-146
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
Spokane Valley, WA 99027

P NS REEIEE Telephone: 509-892-0409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Woodstock, NH
DATE STARTED _7/27/16 COMPLETED _7/27/16 GROUND ELEVATION NA HOLE SIZE 5.5in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.02919 LONGITUDE -71.763271
DRILLING METHOD _HSA/Wireline Coring / NQ Size/Series 8 DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Kearney CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
E 14 i w e
= Fuolkal = 2 = O
aE| WS |59/ 952 | @ |20 MATERIAL DESCRIPTION
a S Q% @o=> | @ |x-
>z |© oz =EG)
< w ~
(] [hd
0
FILL: SILTY SAND WITH GRAVEL (SM), brown, moist, loose, fine to coarse grained gravel, fine
to medium grained sand, angular
i ] TILL: SILTY SAND WITH GRAVEL (SM), olive brown, moist, dense, coarse grained gravel,
fine to medium grained sand, angular, iron oxide staining
SPT 6-15-24
5 1187 (39
i SPT| 67 | 50/3" [ "TILL: SANDY SILT WITH GRAVEL (ML), grayish brown, moist, hard, fine to coarse grained |
2 gravel, fine to medium grained sand, angular
10 -boulder at 9.5 ft
B T 12.2
3;“(:) BEDROCK: Fresh (l), gray and black, medium to coarse grained, strong (R4) to very strong (R5),
NG GRANITE, biotite rich
- — .)N,\\)“
RC | 71 2
| | 1 1(71) NG
SN
R
N
15 > >3a~115.0

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 15:59 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 15.0 ft.
Backfilled with auger cuttings




BORING NUMBER BH-147
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
= Spokane Valley, WA 99027

i ETIEITRISEIEEN Telephone: 509-892-9409

CLIENT _PAR Electrical Contractors PROJECT NAME _Northern Pass
PROJECT NUMBER _16004 PROJECT LOCATION _Woodstock, NH
DATE STARTED _7/27/16 COMPLETED _7/27/16 GROUND ELEVATION NA HOLE SIZE 5.5in
DRILLING CONTRACTOR _SW Cole LATITUDE 44.027531 LONGITUDE -71.760163
DRILLING METHOD _Solid Stem Auger/Hollow Stem Auger DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto
LOGGED BY _S. Kearney CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 c>>\°_’ ym . |o
= P x| 22D | 2T,
nZ2| 4€ | 5 | 852 | 9 &0 MATERIAL DESCRIPTION
w = — 0w |<5
=4 O oz =EG)
< w ~
(] [hd
0
_.' FILL: SILTY SAND WITH GRAVEL (SM), grayish brown, moist, fine to coarse grained gravel, fine
5 to medium grained sand, angular
‘28
- B g TILL: SILTY SAND (SM), trace gravel, gray, moist, very dense, fine grained, fine grained gravel,
a trace coarse sand, micaceous
SPT 12-19-27 3
5 1| 89| )
| deo |
-' TILL: POORLY GRADED SAND WITH GRAVEL (SP), gray, moist, very dense, fine to coarse
grained gravel, fine to medium grained sand, subrounded
SPT 16-32-34
10 5 100 (66)
| | -boulder from 11.6 to 12.8 ft
28|
- b : TILL: SILTY SAND WITH GRAVEL (SM), dark gray, moist, very dense, fine to coarse grained
gravel, fine to coarse grained sand, angular
ng 100 | 50 T as

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 15:59 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 14.5 ft.
Backfilled with auger cuttings




@ QUANTAE
SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-148

DATE STARTED _7/27/16

DRILLING CONTRACTOR SW Cole
DRILLING METHOD _Solid Stem Auger/Hollow Stem Auger

COMPLETED _7/27/16

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Woodstock, NH
GROUND ELEVATION NA HOLE SIZE 4 in
LATITUDE 44.027081 LONGITUDE -71.756551

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Kearney CHECKED BY _S. Kearney GROUND WATER LEVEL:
NOTES
g 14 i w e
= T I 2 212 |Zo
ngl Y€ | 51952 | 2 |&o MATERIAL DESCRIPTION
=4 O oz =EG)
< w ~
n 14
0
ORGANIC DEPOSITS: CLAYEY SAND (SC), trace organics, dark brown, moist, fine to medium
grained sand
: STREAM TERRACE DEPOSITS: SILTY SAND WITH GRAVEL (SM), dark brown, moist, medium
B N - dense, fine to coarse grained gravel, fine to medium grained sand, angular
SPT| g | 23-9-18 3
5 1 (27) 3
- . GP 0\"} . TILL: POORLY GRADED GRAVEL WITH SAND (GP), brown, moist, very dense, fine to coarse
)" R grained gravel, medium to coarse grained sand, subangular, iron oxide staining
o D
B _ No¥e
o\
0
L 20
P
0
B _ o D
X SST 100 50 | @gp OQE
10 S’QD
DOQC -cobbles and boulders from 10 to 12.5 ft
L (Y
.%DZ
(]
L - :;,Qo
oD
| DQC 130 ]
RN TILL: POORLY GRADED SAND WITH SILT (SP-SM), gray, moist, very dense, medium to coarse
grained sand
SPT 43-43-44
15 3 100 87)

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 15:59 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\NPWDSTOCK.GPJ

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/4/16 12:05 - C\USERS\LGSCHWIND\DESKTOP\SW-GW.GPJ

@ QUANTAE
SUBSURFACE
'

~ Engineering + Construction

CLIENT PAR Electrical Contractors
PROJECT NUMBER 16004

4708 N Barker RD
Spokane Valley, WA 99027
Telephone: 509-892-9409

BORING NUMBER BH-149

DATE STARTED _7/27/16
DRILLING CONTRACTOR _SW Cole

DRILLING METHOD _Solid Stem Auger/Hollow Stem Auger

COMPLETED _7/27/16

PAGE 1 OF 1
PROJECT NAME Northern Pass
PROJECT LOCATION Woodstock, NH
GROUND ELEVATION NA HOLE SIZE 4 in
LATITUDE 44.022567 LONGITUDE -71.751017

DRILLING EQUIPMENT _Diedrich D50 SPT HAMMER _140 Ib Auto

LOGGED BY _S. Kearney

CHECKED BY _S. Kearney GROUND WATER LEVEL:

NOTES Y AT TIME OF DRILLING _6.21t
g 14 c>>\°_’ ym . |o
= Fuo @) =55 ?a T o
ag| wg | Y| 054 | ©Q (ao MATERIAL DESCRIPTION
wl J4= 0w |<5
=4 O oz =EG)
< w ~
n 14
0
i FILL: SILTY SAND WITH GRAVEL (SM), brown, fine to coarse grained gravel, fine to medium
B grained sand, angular
5 - SW-fee STREAM TERRACE DEPOSITS: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM),
SM- o brown, moist, medium dense, fine grained gravel, fine to coarse grained sand, subangular
SPT 7-7-6 0
5 1% (3 g
| <1te.0
SW 2 O TILL: WELL GRADED SAND WITH SILT AND GRAVEL (SW-SM), gray, moist, medium dense,
SM- or fine to coarse grained gravel, fine to coarse grained sand, subangular
i SW- ZE -becomes wet, dense
SPT 21-34-12 | g1 oo
10 2 | 72| @) | SMEx
| _ o redfh4o) oo ]
cL TILL: CLAY WITH GRAVEL (CL), dark gray, wet, stiff, fine grained gravel, fine to medium grained
SPT 89 5-6-6 sand, angular
15 3 (12)
15.5

Bottom of borehole at 15.5 ft.
Backfilled with auger cuttings




BORING NUMBER BH-150
@ %lBJSﬁFI{\II:ICAE 4708 N Barker RD PAGE 1 OF 1
Spokane Valley, WA 99027

PN REIEIREIAEN Telephone: 509-892-9409

CLIENT PAR Electrical Contractors PROJECT NAME Northern Pass
PROJECT NUMBER 16004 PROJECT LOCATION Woodstock, NH
DATE STARTED 7/26/16 COMPLETED 7/26/16 GROUND ELEVATION NA HOLE SIZE 4 in
DRILLING CONTRACTOR SW Cole LATITUDE 44.02083 LONGITUDE -71.747658
DRILLING METHOD Solid Stem Auger DRILLING EQUIPMENT Diedrich D50 SPT HAMMER 140 Ib Auto
LOGGED BY _S. Kearney CHECKED BY _S. Kearney GROUND WATER LEVEL.:
NOTES Y AT TIME OF DRILLING _8.0ft
g 14 c>>\°_’ ym o)
= P x| 22D | 2T,
oE| Y g > 9 % < O & (e} MATERIAL DESCRIPTION REMARKS
"l':J ) 0| mo=> | @ |2
=4 O oz =EG)
< [y ~
(7)) [v4
0

FILL: GRAVELLY POORLY GRADED SAND (SP), grayish brown, moist, fine
to coarse grained gravel, fine to coarse grained sand, subrounded

-becomes dark brown, silt content increases

FILL: SILTY SAND (SM), grayish brown, wet, medium dense, medium to
coarse grained sand

SPT 61 7-9-8
5 1 (17) p—klbiso o _
ORGANIC DEPOSITS: GRAVELLY ORGANIC SOIL WITH SAND (OL), black,
- — | moist, very stiff, fine grained gravel, fine to medium grained sand
[ e I \V4
oL :::: -boulder from 9 to 10.3 ft
10 =]
:—:— -trace gravel and clay, wet, soft
SPT| 50 | 1-2-50/4" —
B 7 2 Ter —_—

— -boulder from 12 to 13.5 ft

= —1135

BEDROCK: Probable bedrock

auger refusal at
14.9 14.9 ft

GENERAL BH / TP / WELL - GINT STD US LAB.GPJ - 10/3/16 15:59 - C\USERS\LGSCHWIND\DESKTOP\PROJECTS\NORTHERN PASS NH\NORTHERN PASS TRENCH COMPLETED LOGS\WOODSTOCK, NH\INPWDSTOCK.GPJ

Bottom of borehole at 14.9 ft.
Backfilled with auger cuttings
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