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Appendix D.06 
District 6 ADA Audit Summary 

 
Date: 01/15/2016 
Last Revised: 7/28/2016  
 
 
Non Compliance Items: 
 

 Accessible Parking Spaces 

 The minimum amount of accessible parking spaces is provided based on the 
total available spaces (min. 1:25). 
 Counted 28 total spaces with only one accessible space although 

striping is difficult to see. 
 Restripe lot and reduce number of available painted spaces to 25. 
 Start parking lot work in spring 2016. 

 All accessible spaces have grade of no more than 1:48 (2%) slope. 
 Regrade accessible space and aisle to be <2%.  (Use pavement shim?) 
 Start parking lot work in spring 2016. 

 Each accessible parking space is at least 96 inches wide. 
 Parking spaces are not painted, but seem to have sufficient space. 
 Restripe the accessible space, min. 96” wide. 
 Start parking lot work in spring 2016. 

 Signs are mounted on a post with the bottom of the sign at least 60” from 
the ground. 
 Raise existing sign to be 60” high. 
 Complete by July 2016. 

 An adjacent access aisle, at least 96” wide (van accessible) is provided. 
 Parking spaces are not painted, but seem to have sufficient space. 
 Restripe the accessible aisle, min. 96” wide. 
 Start parking lot work in spring 2016. 

 Where possible, access aisles have NO PARKING signs. 
 Access aisle is located directly in front of walkway/ramp to building so 

it is not possible to install sign in this location. 
 Not possible to install, this is in compliance.  

 

 Exterior Accessible Path of Travel 

 From the sidewalk or access aisle to accessible entrance, path of travel is 
firm, stable and slip‐resistant, with a smooth walking surface. 
 Large pavement cracks (2”+/‐)  in the access aisle. 
 Repair cracks as part of regarding accessible space and aisle. 
 Start parking lot work in spring 2017. 
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 The path of travel is not banked or does not have a cross slope greater than 
1:48 (2%). 
 Ramp is crowned (3%) near transition to concrete landing at the door. 
 Regrade ramp cross slope. 
 Start parking lot work in spring 2017. 

 The grade or slope of the path of travel is 1:20 (5%) or better. 
 Path is 8% to 10% at ramp, see RAMP section comments. 

 
 

 Ramps 

 Slope of the ramp is not steeper than 1:12 (8%). 
 Ramp is 8% to 10 % in some sections. 
 Regrade ramp in conjunction with accessible parking space. 
 Start reconstruction in spring 2017. 

 Cross slope of the ramp is not steeper than 1:48. 
 Ramp is crowned (3%) near transition to concrete landing at the door. 
 Regrade ramp cross slope. 
 Start parking lot work in spring 2017. 

 At the bottom and top of the ramp there is a level landing at least 60 inches 
long. 
 Top is compliant. 
 Bottom at access aisle is steeper than 2%, see accessible parking 

spaces section. 
 The handrails are sturdy and secure and do not rotate within their fittings. 

 LT handrail is loose near the building. (when looking at bldg.) 
 Repair handrail and fittings. 
 Complete in conjunction with parking/ramp regarding. 

 The top of the gripping surface of handrail is 34‐38 inches above the surface 
of the ramp. 
 (2) handrails, each are outside the target height (28” and 42”) 
 Repair/replace handrail and fittings for top rail between 34”‐38”. 
 Complete in conjunction with parking/ramp regarding. 

 Handrails extend at least 12” beyond the top and bottom of inclined portion 
of the ramps. 
 Handrails extend to edge of parking/sidewalk area, cannot extend 

further or would conflict with vehicle traffic.  Extend to same point 
when repaired/reconstructed. 
 

 

 Outside Stair Checklist 

 Handrails extend 12 inches beyond the top and bottom of the stairs. 
 Do not extend 12 inches beyond bottom of stairs. (see last item) 

 The height of the step (riser) is at least 4 inches but no more than 7 inches. 
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 Steps are currently 8 inches high. (see next item) 
 The depth of each step is at least 11 inches. 

 Steps are currently 10 ½ inches. 
 Reconstruct stairs and handrails to comply with above items. 
 Start work in spring 2017. 

 

 Accessible Entrances and Exterior Doors 

 Where there are inaccessible entrances, there are signs clearly posted at 
each inaccessible entrance directing individuals to the nearest accessible 
entrance. 
 Add sign at secondary building entrances, directing to main entrance. 
 Complete by July 2017. 

 Door hardware is usable with one hand without tight grasping, pinching, or 
twisting of the wrist, such as a lever or pull handle. 
 All door hardware (inside and outside) to be replaced by district. 
 Complete by July 2017. 

 If there is a threshold, it is no higher than ½ inch at the door and is beveled 
on both sides. 
 Threshold is 1.4”. 
 Reconfigure/reconstruct doorway threshold. 
 Complete by July 2017. 

 Interior or second of two doors in a series, the force required to operate the 
interior door does not exceed five (5) pounds. 
 Was noted on previous inspection form as a non‐compliance, at this 

visit INTERIOR door required <five pounds of force to open.   
 Exterior door is harder to open but force not specified by code. 
 Entry doors in compliance with force requirements. 

 

 Accessible Reception – Service Counters 

 For a reception/service counter that is not used for writing, there is a 36‐inch 
portion that is no higher than 36 inches from the floor. 
 Reception window is 39 inches from the floor. 
 “Ring bell for service” sign posted with accompanying bell. In 

Progress. 
 

 For a counter where the surface is used for writing, there is a 36‐inch long 
portion with 27 inches open space for knee clearance beneath the counter. 
 Clip boards are provided for reasonable accommodation.  No 

additional action necessary. 
 

 Accessible Interior Path of Travel and Interior Doors 
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 For both sides of the door, hardware is operable by a single hand without 
tight grasping, pinching, or twisting of the wrist (Lever or pull handle, or a 
panic bar). 
 All door hardware (inside and outside) to be replaced by district. 
 Complete by December 2016. 

 For a single door that pulls open, there is clear maneuvering floor space in 
front of each door and at least 18 inches of clear floor space outside the door 
on the handle side of the door. 
 2nd (inside) door in entrance does not provide 18 inches outside the 

door on pull side of the door. 
 Flip the inside door to open into the entry way with the handle on the 

open side of the doorway. 
 Complete by December 2016. 

Accessible Toilet Rooms Checklist 
 For both sides of the door; (a) the hardware is operable by a single hand 

without tight grasping, pinching, or twisting of the wrist. 
 All door hardware (inside and outside) to be replaced by district. 
 Complete by December 2016. 

 See items under Water Closet Elements for additional issues.  
 

 Water Closet (Toilet) Elements 

 Current spacing and configuration of room and existing fixtures is not 
compliant. 
 Toilet and sink are too close together and currently doesn’t provide 

adequate clearance with door swing. 
 Reconstruct toilet room to comply with all requirements, will require 

plumbing, electrical and construction work. 
 Plan to start construction in 2017, may coordinate with similar work 

at other districts if needed. 
 Water closet flush control is located on the open side of the room. 

 Will address during toilet room reconstruction. 
 There is one horizontal rear wall grab bar that is 36 inches long, with 12 

inches of length of that bar provided on the transfer side of the water closet. 
 Will address during toilet room reconstruction. 

 

 Accessible Lavatory (Sink) Elements 

 The pipes beneath the lavatory sink are not insulated. 
 Add insulation to the pipes beneath the sink, coordinate with toilet 

room renovation. 
 All dispensers are mounted no higher than 48 inches from the floor. 

 Reposition dispensers to <48” as part of toilet room renovation. 
 

 Where Room Signs are Provided 
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 All permanent rooms where the use is not likely to change, such as 
conference and meeting rooms, courtrooms, toilet rooms, etc., have signs 
with Braille and raised letters and symbols posted on the wall adjacent to the 
handle side of the door. Exit signs are included in this requirement. 
 No rooms other than bathroom are currently signed. 
 Provide signage with Braille for 2nd bathroom, breakroom and exits. 
 Complete by December 2016 

 

 Employee Break Rooms with Kitchens 

 Where a kitchen or kitchenette is provided with a sink, the top of the sink is 
no higher than 34 inches from the floor (606.3) and there is clear floor space 
that is at least 48 inches long, parallel to and centered on the sink that is also 
at least 30 inches wide (parallel approach complying w/305) . 
 Sink is currently >34” maximum (36” measured). 
 Parallel approach provided, although not compliant.  See deficiency 

below 
 Address as part of kitchen reconstruction. 
 In process. 

 If a stove cooktop is also provided, then there is a clear floor space that is at 
least 30 inches wide by 48 inches long centered on the sink, with at least 27 
inches knee & toe clearance beneath the sink (305&306). 
 No clearance provided beneath the sink.  
 Remove existing combination kitchenette and construct new 

kitchenette without cooktop or oven.  No knee/toe clearance 
necessary for this construction. 

 In process. 
 
606.2 Clear Floor Space. A clear floor space complying with 305, positioned for a 
forward approach,and knee and toe clearance complying with 306 shall be provided. 
EXCEPTIONS: 1. A parallel approach complying with 305 shall be permitted to a 
kitchen sink in a space where a cook top or conventional range is not provided and 
to wet bars. 

  



 

rla 

Note
 
306.2
306.2

306.2

306.2

306.2

306.2
 

 
306.3
306.3

306.3

306.3

306.3

306.3
 

s: 

2 Toe Clearan
2.1 General. S

mm) above
with 306.2. 

2.2 Maximum
element. 

2.3 Minimum 
clear floor s
element. 

2.4 Additiona
available kn
be consider

2.5 Width. Toe

3 Knee Cleara
3.1 General. S

above the f
306.3. 

3.2 Maximum
element at 9

3.3 Minimum 
of a clear flo
inches (230
at 27 inches

3.4 Clearance
finish floor o
(25 mm) in 

3.5 Width. Kn

nce. 
Space under 
the finish floo

m Depth. Toe 

Required De
space, the toe

al Clearance. 
nee clearance
red toe cleara
e clearance s

ance. 
Space under 
inish floor or g

m Depth. Knee
9 inches (230
Required De
oor space, the
0 mm) above 
s (685 mm) a
e Reduction. 
or ground, the
depth for eac
ee clearance

an element b
or or ground s

clearance sha

epth. Where t
e clearance sh

Space exten
e at 9 inches 
ance. 
shall be 30 inc

an element b
ground shall 

e clearance s
0 mm) above 
epth. Where k
e knee cleara
the finish floo

above the finis
Between 9 in

e knee cleara
ch 6 inches (1
 shall be 30 in

etween the fi
shall be cons

all extend 25 

toe clearance
hall extend 17

ding greater t
(230 mm) abo

ches (760 mm

etween 9 inch
be considered

hall extend 25
the finish floo
knee clearanc
ance shall be 
or or ground, a
sh floor or gro
nches (230 m
ance shall be 

50 mm) in he
nches (760 m

nish floor or g
idered toe cle

inches (635 

e is required a
7 inches (430

than 6 inches
ove the finish

m) wide minim

hes (230 mm
d knee cleara

5 inches (635
or or ground.
ce is required
11 inches (28
and 8 inches 
ound. 

mm) and 27 inc
permitted to r
eight. 

mm) wide min

ground and 9 
earance and s

mm) maximu

at an element
0 mm) minimu

s (150 mm) be
h floor or grou

mum. 

 

m) and 27 inch
ance and sha

5 mm) maxim

d under an ele
80 mm) deep
(205 mm) de

ches (685 mm
reduce at a ra

imum. 

 

inches (230 
shall comply 

m under an 

t as part of a 
um under the 

eyond the 
und shall not 

hes (685 mm)
ll comply with

mum under an 

ement as part
p minimum at 
eep minimum 

m) above the 
ate of 1 inch 

) 
h 

t 
9 


