PART Env-Wt 404 CRITERIA FOR SHORELINE STABILIZATION 

Env-Wt 404.01 Least Intrusive Method. Shoreline stabilization shall be by the least intrusive but practical method. 

Env-Wt 404.02 Diversion of Water. Diversion of stormwater run-off often provides effective and low maintenance erosion protection, and shall be used to the maximum extent practical. 

Env-Wt 404.03 Vegetative Stabilization. 

(a) Natural vegetation shall be left intact to the maximum extent possible. If space and soil conditions allow, unstable banks shall be cut back to a flatter slope, seeded, and replanted with native, non-invasive trees and shrubs. 

(b) If space relative to the highest observable tide line, water turbulence, and soil conditions allow, the project shall include vegetation of existing sand beach or dunes or construction of vegetated sand dunes. 

Env-Wt 404.04 Rip-rap. 

(a) Rip-rap applications shall be considered only where the applicant demonstrates that anticipated turbulence, flows, restricted space, or similar factors render vegetative and diversion methods physically impractical. 

(b) Applications for rip-rap shall include: 

(1) Designation of a minimum and maximum stone size; 

(2) Gradation; 

(3) Minimum rip-rap thickness; 

(4) Type of bedding for stone; 

(5) Cross-section and plan views of the proposed installation; 

(6) Sufficient plans to clearly indicate the relationship of the project to fixed points of reference, abutting properties, and features of the natural shoreline; and

(7) A description of anticipated turbulence, flows, restricted space, or similar   factors that would render vegetative and diversion methods physically impractical. 

(c) Applications to use rip-rap adjacent to great ponds or water bodies where the state holds fee simple ownership shall include a stamped surveyed plan showing the location of the normal high water shoreline and the footprint of the proposed project. 

(d) Rip-rap shall be located shoreward of the normal high water shoreline, where practical, and shall not extend more than 2 feet lakeward of that line at any point. 

(e) Stamped engineering plans shall be provided as part of any application for rip-rap in excess of 100 linear feet along the bank of a stream or river. 

