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Env-Wt 904.06 Repair or Rehabilitation of Tier 1 or Tier 2 Existing Legal Crossings

· In order to qualify under this section, the crossing cannot have a history of causing or contributing to flooding that damages the crossing or other infrastructure.  Does the crossing have a history of flooding?      
· Repair or rehabilitation pursuant to this section may be accomplished by concrete repair, slip lining, cured-in-place lining, or concrete invert lining.  Please describe how this applies to the subject project.
     
If the above criteria do not apply to this project, the crossing does not qualify under this section and must be designed according to 904.02 (Tier 1 crossings) or 904.05 (Tier 2 crossings).

If the above criteria apply to this project, please provide the following information.

The project may qualify as a minimum impact project if:
The crossing does not diminish the hydraulic capacity of the crossing.      
The crossing does not diminish the capacity of the crossing to accommodate aquatic life passage.      
The crossing meets the general design criteria specified in Env-Wt 904.01, as follows:

Env-Wt 904.01

(a) Not be a barrier to sediment transport;

     
(b) Prevent the restriction of high flows and maintain existing low flows;

     
(c) Not obstruct or otherwise substantially disrupt the movement of aquatic life indigenous to the

waterbody beyond the actual duration of construction;

     
(d) Not cause an increase in the frequency of flooding or overtopping of banks;

     
(e) Preserve watercourse connectivity where it currently exists;

     
(f) Restore watercourse connectivity where: (1) Connectivity previously was disrupted as a result of human activity(ies); and(2) Restoration of connectivity will benefit aquatic life upstream or downstream of the crossing, or both;

     
(g) Not cause erosion, aggradation, or scouring upstream or downstream of the crossing; and

     
(h) Not cause water quality degradation.

     
If the project does not qualify as a minimum impact project due to reasons stated above, it may qualify as a minor impact project if:
The crossing does not adversely impact the stability of the stream banks or stream bed upstream or downstream of the crossing.      
The crossing does not cause an increase in the frequency of flooding or overtopping of banks.      
If the project does not meet the above criteria for minimum OR minor, the crossing does not qualify under this section and must be designed according to 904.02 (Tier 1 crossings) or 904.05 (Tier 2 crossings).
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