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S U P P L E M E N T A L   S P E C I F I C A T I O N 

 
AMENDMENT TO DIVISION 400 – PAVEMENTS 

AMENDMENT TO SUBSECTION 401 – PLANT MIX PAVEMENTS – GENERAL  
 

The purpose of this Supplemental Specification is to specify that the use of  
used oil in Asphalt Cement Binder is not acceptable. 

 
 
Replace Section 2.2 as follows: 
 

2.2 Bituminous Materials – General.  

2.2.1 Bituminous materials used for asphalt cement binder shall meet the properties 
specified in AASHTO M 320.  The grade of asphalt cement binder to be used will be specified in 
a Special Provision contained in the Proposal.  Asphalt cement shall not be air blown or 
contain any form of used, recycled or re-refined oil.   

2.2.2 Liquid binder samples shall be obtained by plant personnel in the presence of the 
Inspector/Technician.  Samples shall be obtained during each day’s production.  

 
2.2.3 Producers and suppliers of asphalt binders shall comply with the requirement of 

AASHTO R 26.  Asphalt binder suppliers shall have a quality control plan approved by the 
Bureau of Materials and Research that complies with AASHTO R 26.  

 
2.2.3.1 All suppliers of PG binder shall certify that the PG binder supplied for use 

on Department projects does not contain used, recycled or re-refined oil.   
 

 


