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S U P P L E M E N T A L   S P E C I F I C A T I O N 

 
AMENDMENT TO SECTION 410 – BITUMINOUS SURFACE TREATMENT 

 
 

The purpose of this Supplemental Specification is to require a span of application rates  
based on the existing surface, to require a higher application rate for milled surfaces and 

 to add a method of measurement and pay item.  Section 2.1 has been revised to identify asphalt 
emulsion grades.  The Asphalt Emulsion for Tack Coat table has been moved to Section 702. 

Replace 2.1 with the following: 
 

2.1 Bituminous material shall be the type and grade specified or ordered and shall conform to 
the requirements of Section 702. 

Amend Section 3.4.1.1 to read:   
 

3.4.1.1 A tack coat shall be applied immediately prior to placement of pavement.  The 
rate of application of emulsified asphalt shall be between 0.02 and 0.08 gal/yd2 (0.09 and 0.36 
L/m2), based on the application table below.  The Engineer may further modify the rate 
depending on the relative absorbance and texture of the pavement surface. 
 

Existing Pavement Condition Application Rate in Gal/yd2 (L/m2) 
New HMA 0.02 – 0.04 (0.09 – 0.18) 
Oxidized HMA 0.04 – 0.06 (0.18 – 0.27) 
Milled HMA 0.04 – 0.08 (0.18 – 0.36) 

Replace Method of Measurement with the following: 
 

Method of Measurement 
 

4.1 Bituminous surface treatment will be measured by the ton (metric ton), in accordance 
with 109.01, to the nearest 0.1 ton (0.1 metric ton). 

4.1.1 Blotter material furnished will be subsidiary. 

4.2 Asphalt emulsion for tack coat will be measured by the gallon (liter), in accordance 
with 109.01, to the nearest gallon (liter).  

4.2.1 The measurement will be based on a calibrated meter mounted on the 
distribution vehicle or calibrated tank chart.  The meter shall be calibrated at least twice 
per year.  Measurement will be at the delivered temperature (no adjustment). 
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Replace Basis of Payment with the following: 

Basis of Payment 

5.1  The accepted quantities of bituminous surface treatment will be paid for at the Item Bid 
Price per ton (metric ton) for bituminous material, complete in place. 

5.2 The accepted quantities of asphalt emulsion for tack coat will be paid at the Item 
Bid price per gallon (liter), complete in place. 

5.2.1 Emulsified asphalt for tack coat required under 401.3.10.10 will not be subject to 
price adjustment. 

5.3  Payment for patching existing pavements under 3.3.1 will be made at the contract unit 
price for Item 403.11 or Item 411.1, as ordered. 

Add to Pay Items and Units: 

410.22 Asphalt Emulsion for Tack Coat Gallon (Liter) 


