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S U P P L E M E N T A L   S P E C I F I CA T I O N 

 
AMENDMENT TO SECTION 511 – PREPARATION FOR CONCRETE  

BRIDGE DECK REPAIRS 
 

The purpose of this supplemental specification is to apply anti-corrosion coating 
 to uncoated reinforcing steel in patch areas. 

 
 
Add to Description the following: 
 

1.2 This work shall also include the application of an anti-corrosion coating to uncoated 
reinforcing steel that is within areas of concrete patch. 
 
 
Amend the title of Section 2 from Equipment to Equipment and Materials. 
 
 
Add to Equipment and Materials the following: 
 

2.2 Anti-corrosion coating for protection of uncoated reinforcing steel that has been exposed 
during bridge deck repairs shall be a 3 component, water-based epoxy resin/portland cement 
product that is specifically formulated for field-applied corrosion protection of reinforcing steel.  
The product shall be listed on the Qualified Products List.  
 
 
Replace 3.5 with the following: 
  

3.5 Preparation and Coating of Uncoated Reinforcing Steel. 
  

3.5.1 Uncoated reinforcing steel to be in contact with the new concrete shall be free of all 
grease, dirt, and concrete mortar.  Steel shall be blast cleaned to a “near white” metal finish.   

 
3.5.2 Anti-corrosion coating shall not be applied until blast cleaning of the concrete and 

reinforcing steel has been completed.  The anti-corrosion coating shall be mixed and applied in 
accordance with the manufacturer’s recommendations.  

 
3.5.3 Coat reinforcing steel within the patch with 2 coats of anti-corrosion coating.  Air and 

surface temperature shall be between 45º and 90º F.   
 
3.5.4 It is not intended that these products be used as a concrete bonding agent.  Care shall 

be taken to avoid coating concrete surfaces within the patch, including shielding as necessary.   
 
3.5.5 Every effort shall be made to thoroughly coat the entire steel surface. 
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Amend 3.7 to read: 
 

3.7 Prior to the placement of concrete, all surfaces that will be in contact with the new 
concrete shall be vacuum cleaned or air blown.  A combination of vacuum cleaning and air 
blowing may be required.  

 
 
Add to 3.7 the following: 
 

3.7.1 All surfaces that will be in contact with the newly placed concrete shall be kept 
continuously wet for a period of 3 hours before placement.  Any standing water shall be removed 
before the concrete is placed. 
 
 
Add to Method of Measurement the following: 
 

4.3 Anti-corrosion coating including material, surface preparation, and application will not be 
measured. 
 
 
Add to 5.1 the following: 
 

5.1.3 Anti-corrosion coating including material, surface preparation, and application will be 
subsidiary to the concrete repair. 


