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S U P P L E M E N T A L   S P E C I F I C A T I O N 
 

AMENDMENT TO SECTION 520 – PORTLAND CEMENT CONCRETE 
 

 
The purpose of this supplemental specification is to update corrosion inhibitor references, clarify 

equipment requirements and specify the material of the bearing strip. 
 
Amend 2.3.3.2 to read: 
 
 2.3.3.2 Corrosion inhibitor admixtures shall conform to (ASTM C 1582). 
 
 
Amend 3.1.3.2.1(k) to read: 
 
 (k)   Sufficient number of microwave safe ceramic or porcelain dishes. 
 
 
Replace 2.8 Waterstops with the following: 
 

2.8 Secondary Materials.  
 

2.8.1 Waterstops.  Waterstops shall conform to 541.  
 

2.8.2 Bearing Strips.  The bearing strip material shall be ultra-high molecular weight 
polyethylene (UHMW-PE), ¼” minimum thickness, 3/8” maximum thickness, grade Virgin 
Natural or Reprocessed, with rubber-back on one side.  The bearing strip shall be one of the 
products listed on the NHDOT Qualified Product List, Section 520. 

2.8.2.1 The bonding agent used with the construction of the expansion surface shall be 
product recommended by the manufacturer of the rubber-backed UHMW-PE. 

Add to 3.6.3 Expansion Joints: 

3.6.3.3 Bearing Strips.  The bearing strip material shall be used as an expansion surface 
between the top of the backwall and bottom of deck at the expansion end of a bridge, as detailed 
on the plans. 

 


