
520 
09/10/15 SS 

Page 1 of 1 

G:\Specifications\supplementals\520_3_11-SS-Loading Concrete While Curing.doc 
 

 
S U P P L E M E N T A L   S P E C I F I C A T I O N 

 
AMENDMENT TO SECTION 520 – PORTLAND CEMENT CONCRETE 

 
The purpose of this Supplemental Specification is to  
revise concrete loading requirements while curing.  

 
 
Amend 3.11.2 to read: 
 

3.11.2 Loading Restrictions. 
 

3.11.2.1 After the concrete has been placed and the finishing operations concluded, the 
concrete shall not be walked on or disturbed in any manner, including removal of forms, for a 
minimum period of 12 hours.  If admixtures are present, this minimum period may be adjusted as 
directed by the Engineer. 
 

3.11.2.2 Nothing, except as permitted in 3.10.1, shall be placed on the concrete prior to the 
minimum time periods specified in Table 10. 

 
TABLE 10 - CONCRETE LOADING 

Type of Construction Minimum Requirements before Loading after  
Placement of Concrete 

Substructure Concrete, 
Box Culvert base slabs and 
Superstructure Concrete* 

 Forms for subsequent concrete placements may be placed after 12 
hours have elapsed or as adjusted in 3.11.2.1 and the concrete has 
sufficient strength to allow it to be worked on without damage and 
proper cure is maintained. 

 

 Field cured test cylinders shall attain 80 percent of design strength 
before superimposed loads from subsequent concrete placements are 
allowed.  Alternatively, the Contractor may submit, for approval, 
details and calculations showing superimposed loads will not damage 
the previously placed concrete or impede the proper cure.  

*Superstructure Concrete shall have 100% of design strength for traffic loads. 
 
3.11.2.3 The peak particle velocity ground vibration limits adjacent to newly placed 

concrete as specified in 203.3.3.5.5 shall apply. 
 


