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S U P P L E M E N T A L   S P E C I F I C A T I O N 

 
AMENDMENT TO SECTION 304 – AGGREGATE BASE COURSE 

 
The purpose of this Supplemental Specification is to  

specify what recycled materials can be used as aggregate base course. 

Replace 3.1.3 through 3.1.5 with the following: 
 

3.1.3  Crushed stone (fine gradation) may be substituted for crushed gravel provided there is 
a minimum of 1 ft (0.3 m) of free draining material (sand, gravel, crushed stone coarse, or 
crushed stone very coarse) below the crushed stone. The substitution must be made across the 
entire section at a constant depth and will not be allowed for short or discontinuous segments.   
 

3.1.4  Permission may be granted to use the following recycled materials in lieu of 
crushed gravel or crushed stone (fine gradation) provided the following requirements are met:  

 

(a) Free draining material exists below the replacement material as described in 
3.1.3. 

(b) Substituted materials must come from a homogenous stockpile that meets the 
gradation requirements of the material being replaced. 

(c) Transitions between replacement material and crushed gravel or crushed stone 
(fine gradation) shall be made using a 50 ft (15 m) taper.  

(d) The material shall be placed directly under the proposed pavement.  

3.1.4.1 Reclaimed asphalt pavement, blended with granular material, shall be tested 
in accordance with NHDOT test method S1. 

3.1.4.2 Reclaimed concrete aggregate shall also meet the requirements of AASHTO 
M 319, except for the gradation requirements.  The material shall contain no more than 5 
percent reclaimed asphalt pavement. 

 3.1.5  Crushed stone (coarse or very coarse) may be substituted for gravel provided that all 
crushed gravel above the crushed stone is replaced with a combination of crushed stone coarse 
and fine with the top layer consisting of a minimum of six inches of crushed stone fine. The 
substitution must be made across the entire section and will not be allowed for short or 
discontinuous segments.  

3.1.6  Crushed aggregate base course materials shall be produced and placed in their final 
location with as little segregation as possible.  

3.1.7  Excess reclaimed stabilized base material substantially meeting the requirements of 
2.7 may be substituted for the crushed aggregate for shoulders in 2.6. Reclaimed stabilized base 
material shall be mixed with loam as specified in 2.6.  

3.1.7.1  Reclaimed stabilized base material shall not be substituted for crushed aggregate 
for shoulders in areas contiguous to residences and other existing landscaped areas where the 
growth of grass is desired.  


