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S U P P L E M E N T A L   S P E C I F I C A T I O N 
 

AMENDMENT TO SECTION 306 – RECLAIMED STABILIZED BASE 
 

The purpose of this Supplemental Specification is to  
revise reclaimed stabilized base requirements. 

 
 
Amend 2.1.2 to read: 
 

2.1.2 Additional stone as required to meet the above gradation shall meet the requirements 
of 304.2.1.1 and the requirements of Section 703 – Table 1E – Required Grading, Grading 
Coarse Aggregates, #467 for 1-½” stone.  

 
Amend 3.1 to read: 
 

3.1 The reclaimed stabilized base shall be processed, using approved reclaimers.  Equipment 
such as a milling machine or a rock crushing plant will not be permitted.  Reclaiming equipment 
shall be equipped with a gauge to show depth of material being processed.  

 
Amend 3.2 to read: 

 
3.2 The existing pavement shall be pulverized together with the underlying base course 

material.  The pulverizing operation shall blend the existing pavement and base course into a 
homogeneous mass, using the bitumen contained in the pavement as a stabilizer.  When stone 
for Reclaimed Stabilized Base [Item 306.36] is included in the Contract or is ordered, the 
stone shall be applied to the reclaimed surface and re-blended with the previously 
reclaimed material.  The quantity of additional stone mixed with the reclaimed existing 
pavement shall be adjusted as necessary to meet the material specification of 2.1.1. 

 
Amend 4.2 to read: 
 

4.2 Additional stone will be measured by the ton (metric ton) in accordance with 109.01. The 
additional pass with the reclaimer to blend the material will not be measured. 
 
Amend 5.2 to read: 
 

5.2 The accepted quantity of stone will be paid for at the Contract unit price per ton (metric 
ton), complete in place.  The additional pass with the reclaimer to blend the material will be 
subsidiary. 


