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MAJOR ROADWAY
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CONCRETE NOSE

CONCRETE NOSE

(EXCEPT FOR ENTRANCES, SIDEROADS, AND INTERSECTIONS)

RUMBLE STRIPES SHALL BE CONSTRUCTED THROUGH PASSING OR CLIMBING LANE IF SHOULDER \ 8' 

DL-5

DL-5

DL-5

DELINEATION STANDARD

TYPICAL INTERCHANGE RAMP ENTRANCE & EXIT

TYPICAL PASSING OR CLIMBING LANES

TYPICAL RURAL INTERSECTION WITH LEFT TURN LANES

06-16-2010

12' 48'

04-03-2014

RUMBLE STRIPES ON SHOULDER NO RUMBLE STRIPES TO BE CONSTRUCTED ON SHOULDER THROUGH THIS AREA RUMBLE STRIPES ON SHOULDER

RUMBLE STRIPES ON SHOULDER RUMBLE STRIPES ON SHOULDER

 IS WIDER THAN 6' THROUGHOUT THE LENGTH OF THE ACCELERATION LANE

BEGIN RUMBLE STRIPS AT THE END OF THE CONCRETE NOSE AS LONG AS THE SHOULDER

ON OUTSIDE SHOULDER

LIMIT OF RUMBLE STRIPS

ON OUTSIDE SHOULDER

LIMIT OF RUMBLE STRIPS

ON OUTSIDE SHOULDER

LIMIT OF RUMBLE STRIPS

ON OUTSIDE SHOULDER

LIMIT OF RUMBLE STRIPS

OR AT THE BEGINNING OF THE CONCRETE NOSE

SHOULDER EITHER GETS NARROWER THAN 6'

TERMINATE RUMBLE STRIPS WHEN THE

(SHOULDERS)

MILLED RUMBLE STRIPS/STRIPES

RUMBLE STRIPES CONTINUOUS ON MEDIAN SHOULDERS

01-25-2016


