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ISLANDS LESS THAN 16’-0" LONG 

REQUIRE ONLY ONE 18" 

CIRCULAR BLOCKOUT LOCATED AT 

THE MIDPOINT.

 

ADDITIONAL SIGNING BLOCKOUTS 

SHALL BE PROVIDED OPPOSITE 

ALL DRIVEWAYS AND SIDE ROAD 

APPROACHES.

 

BLOCKOUTS SHALL BE BACKFILLED 

WITH 2" OF COLD PATCH.  

BLOCKOUTS AND COLD PATCH ARE 

SUBSIDIARY TO THE RAISED 

ISLAND CONSTRUCTION.

 

IT MAY BE NECESSARY TO ADJUST 

THE LOCATION OF BLOCKOUTS TO 

AVOID UTILITY STRUCTURES OR 

PEDESTRIAN CROSSWALK OPENINGS.
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9" DIAMETER

CIRCULAR BLOCKOUT

FOR DELINEATION

SLIGHT PITCH

FOR DRAINAGE
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WIDTH "W"
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+13" EACH "B"

+16" FOR "C"
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WIDTH "W"
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4-#3 DEFORMED
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18" DIAMETER

CIRCULAR BLOCKOUT 

FOR SIGNING

CONCRETE SHALL BE CLASS A.

BOUNDS TO BE SET IN GRAVEL, 9" ON ALL SIDES

OF AND UNDER BOUND.

WHEN BOUNDING NON-STATE RIGHT-OF-WAY FOR

CITIES AND TOWNS, USE ITEM 622.4 - STONE BOUNDS.

ITEM 622.2 - CONCRETE BOUNDS.


