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2 Trees (Offset Conflict)
To be removed.
. 13+00, LT 15.0" TO STA 13423, RT 8.7° STA. 21+20, LT 13. TO STA 21445, RT 7.5
CONST. 33.0 LF X 6” PERF. CORR. POLY.PIPE UNDERDRAIN CONST. 33.5 LF X 6" PERF. CORR. POLYL.PIPE UNDERDRAIN
CONST. UL-3 HEADWALL AT 13400, LT 15.0° CONST. UL-3 HEADWALL AT 21420, LT 13.5° PRELIMINARY PLANS
CONST. STONE FILL. CLASS C. AT OUTLET (5'X 3.5") CONST. STONE FILL. CLASS C. AT OUTLET (5'X 3.5") SUBJECT TO CHANGE
. 13+23. RT 8.7 TO STA 17404, RT 12.0°' STA. 21+45, RT 7.5" TO STA 22+44, RT 11.0°'
CONST. 379.0 LF X 6” PERF. CORR. POLY. PIPE UNDERDRAIN CONST. 100.0 LF X 6" PERF. CORR. POLY. PIPE UNDERDRAIN DATE 8/17/2016
CONST. FLUSHING BASIN AT 17+04. RT 12.0' CONST. FLUSHING BASIN AT 22+44, RT 11.0'
. 17+25, LT 14.5" TO STA 17447, RT 7.7’ ;
" STA 21+10, LT 14.8
CONST. ._5 LF X 67 PERF. CORR. POLY.PIPE UNDERDRAIN REMOVE EXIST. MRM HEADER 8S1D. ) STATE OF NEW HAMPSHIRE
CONST. UL-3 HEADWALL AT 17+25, LT 14.5
CONST. STONE FILL., CLASS C. AT OUTLET (5'X 3.5") CONST. FL-2 HEADWALL AT 21 o LT 14.8 ‘ ‘ DEPARTMENT OF TRANSPORTATION o BUREAU OF HIGHWAY DESIGN
. 17+47., RT 7.7’ TO STA 21+00, RT 11.0' CONST. STONE FILL. CLASS C T OUTLET (10X 5
CONST. 359.0 LF X 6” PERF. CORR. POLY. PIPE UNDERDRAIN 50 0 50 100
CONST. FLUSHING BASIN AT 21+00, RT 11.0 - — General Plans
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STA 22+50. LT
REMOVE EXIST.
CONST.

CONST.

STA 26+10, LT
REMOVE EXIST.
CONST.
CONST.

STA 27+96, LT
REMOVE EXIST.
CONST.

PC-2 HEADWALL AT 22+50,
STONE FILL.

PC-2 HEADWALL AT 26+10,
STONE FILL.

PC-2 HEADWALL AT 27+96.,
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mixed woods

13.8'
MRM HEADER (SUBSID.)
LT 13.8'

CLASS C+ AT OUTLET (10°X 5")

14.0'

MRM HEADER (SUBSID.)

LT 14.0°

AT OUTLET (10'X 57)

()

CLASS C.,

12.3°
MRM HEADER (SUBSID.)
LT 12.3°

CONST. STONE FILLs CLASS Cs AT OUTLET (10°X 5")

STA 31+10, LT 14.1" TO STA 31+10, RT 9.9° <::>
REMOVE EXIST. MRM HEADER AT 31+10. LT. 14.1" (SUBSID.)

REMOVE EXIST. MRM HEADER AT 31+10. RT. 9.9° (SUBSID.)

REMOVE EXIST. 24.0 LF X 12" PVC PIPE (SUBSID.)

CONST. 24.0 LF X 15" CMP

CONST. PC-2 HEADWALL AT 31+10. LT 14.1°

CONST. STONE FILLs CLASS Cs AT OUTLET (10'X 5")

CONST. PC-2 “L"” HEADWALL AT 31+10, RT 9.9’

CONST. STONE FILLs CLASS Cs AT INLET (2.5'X 5")
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1 Tree (Offset Conflict)
To be removed.

1 Tree(Drain Conflict)
To be removed.

mixed woods

STA 33+15, LT 16.0" TO STA 33+15, RT 12.0'

REMOVE EXIST. HEADWALL AT 33+15, LT. 16.0° (SUBSID.)
REMOVE EXIST. HEADWALL AT 33+15, RT. 12.0" (SUBSID.)
REMOVE EXIST. 28.0 LF X 24" CMP (SUBSID.)

CONST. 28.0 LF X 24" CMP

CONST. PC-2 HEADWALL AT 33+15, LT 16.0°’

CONST. STONE FILLs CLASS C. AT OUTLET (15°X 10")
CONST. PC-2 HEADWALL AT 33+15, RT 12.0'

CONST. STONE FILLs CLASS C. AT INLET (2.5°X 10")

STA. 21+20, LT 13.5" TO STA 21445, RT 7.5

CONST. 33.5 LF X 6" PERF. CORR. POLYL.PIPE UNDERDRAIN
CONST. UL-3 HEADWALL AT 21+20, LT 13.5°

CONST. STONE FILL., CLASS Cs AT OUTLET (5'X 3.5")

STA. 21+45, RT 7.5" TO STA 22+44, RT 11.0'

CONST. 100.0 LF X 6" PERF. CORR. POLY. PIPE UNDERDRAIN
CONST. FLUSHING BASIN AT 22+44. RT 11.0'

& ©® @

STA. 22+60. LT 13.5" TO STA 22+81., RT 7.5"

CONST. 30.0 LF X 6" PERF. CORR. POLY.PIPE UNDERDRAIN
CONST. UL-3 HEADWALL AT 22+60. LT 13.5°

CONST. STONE FILL. CLASS C. AT OQUTLET (5'X 3.5")

STA. 22+81, RT 7.5' TO STA 26+04., RT 11.0'

CONST. 321.0 LF X 6" PERF. CORR. POLY. PIPE UNDERDRAIN
CONST. FLUSHING BASIN AT 26+04. RT 11.0°

STA. 26+20, LT 13.5" TO STA 26+41, RT 7.5’

CONST. 30.0 LF X 6" PERF. CORR. POLY.PIPE UNDERDRAIN
CONST. UL-3 HEADWALL AT 26+20., LT 13.5°

CONST. STONE FILL. CLASS Cs AT QUTLET (5'X 3.5")

STA. 26+41, RT 7.5’ TO STA 27+94, RT 11.0'

CONST. 155.0 LF X 6" PERF. CORR. POLY. PIPE UNDERDRAIN
CONST. FLUSHING BASIN AT 27494, RT 11.0°'

STA. 28+05, LT 13.5" TO STA 28+25, RT 7.5

CONST. 29.5 LF X 6" PERF. CORR. POLY.PIPE UNDERDRAIN
CONST. UL-3 HEADWALL AT 28+05. LT 13.5°

CONST. STONE FILL. CLASS C. AT OUTLET (5'X 3.5")

STA. 28+25. RT 7.5' TO STA 31+04. RT 11.0'

CONST. 280.0 LF X 6” PERF. CORR. POLY. PIPE UNDERDRAIN
CONST. FLUSHING BASIN AT 31+04. RT 11.0°'

STA. 31+20., LT 13.5" TO STA 31+41, RT 7.5'

CONST. 30.0 LF X 6" PERF. CORR. POLY.PIPE UNDERDRAIN
CONST. UL-3 HEADWALL AT 31+20. LT 13.5°

CONST. STONE FILL. CLASS Cs AT QUTLET (5'X 3.5")

STA. 31441, RT 7.5’ TO STA 33+04., RT 11.0'

CONST. 163.0 LF X 6" PERF. CORR. POLY. PIPE UNDERDRAIN
CONST. FLUSHING BASIN AT 33+04. RT 11.0°'

STA. 33+27. LT 13.5" TO STA 33+48., RT 7.5

CONST. 30.0 LF X 6" PERF. CORR. POLY.

PIPE UNDERDRAINCONST. UL-3 HEADWALL AT 33+27,

LT 13.5'

CONST. STONE FILLs CLASS C. AT OUTLET (5'X 3.5")

STA. 33+48, RT 7.5" TO STA 36+54, RT 11.0°’

CONST. 307.0 LF X 6” PERF. CORR. POLY. PIPE UNDERDRAIN
CONST. FLUSHING BASIN AT 36+54, RT 11.0°

1 Tree(Drain Conflict)
To be removed. o,
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1 Tree(Drain Conflict)
To be removed. mixed woods
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DESCRIPTION
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2 Trees(Drain Conflict)
To be removed.
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1 Tree(Safety Hazard)
To be removed.

REMOVE EXIST. 37.0 LF X 12" CMP
CONST. 44.0 LF X 18" CMP

REMOVE EXIST. MRM HEADER AT 36+83. RT.

mixed woods

STA 36+52, LT 13.5" TO STA 36+87. RT 13.2°
REMOVE EXIST. MRM HEADER AT 36+53. LT. 12.3'
10.3'

)
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(SUBSID.

STONE FILLs, CLASS Cs AT OUTLET (11.5°X 5.5")

88N§¥. PC-6 HEADWALL AT 36+52, LT 13.5°
NST.

CONST. PC-6 HEADWALL AT 36+87., RT 13.2°
CONST. STONE FILL. CLASS C. AT 1

CONST. 30.0 LF X 6" PERF. CORR.

NLET (4.5'X 13")

STA. 33+27, LT 13.5" TO STA 33+48, RT 7.5’

POLY.

PIPE UNDERDRAINCONST. UL-3 HEADWALL AT 33+27. LT 13.5°'

CONST. STONE FILL., CLASS C. AT QUTLET (5'X 3.5")
STA. 33+48, RT 7.5' TO STA 36+54. RT 11.0°'

CONST. 307.0 LF X 6" PERF. CORR.
CONST. FLUSHING BASIN AT 36+34,

CONST. 615.0 LF X 6" PERF. CORR.
CONNECT OUTLET TO 18" HEADWALL
(SEE DRAINAGE NOTE #T7)

CONST. FLUSHING BASIN AT 42+64.,

POLY. PIPE UNDERDRAIN
RT 11.0'

STA. 36+53, LT 16.0° TO STA 42+64, LT 11.0°’

POLY. PIPE UNDERDRAIN

LT 11.0°
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STA. 45+40
"END CONSTRUCTION
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