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Lancaster, NH – Guildhall, VT 

US Route 2 (Rogers’ Rangers) Bridge 

Existing Bridge Information 
 Bridge constructed in 1950. 
 Cantilevered sidewalk added in 1996. 

 Sidewalk used by snowmobilers to cross the Connecticut River as 
part of the local trail system. 

 Bridge Type:  High Parker Steel Through Truss 
 Bridge Deck: Reinforced Concrete 
 Sidewalk Deck:  Timber 
 Substructures:  Reinforced Concrete Abutments and River Pier 
 Span Lengths:  2 at 198’-0” each 
 Overall Length:  398’-0” 
 Roadway Width:  28’-0” (2 – 14’-0” Travel Lanes) 
 2 – 2’-6” Open Grid Safety Curbs 
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US Route 2 (Rogers’ Rangers) Bridge 

Plan View 



Lancaster, NH – Guildhall, VT 

US Route 2 (Rogers’ Rangers) Bridge 

In-Depth Inspection Performed in 
September 2011 
 Inspection Revealed the Following: 

 Bridge deck cracking, spalling and leakage. 
 Bridge deck pavement cracking. 
 Safety curb open grid members have section loss. 
 Sidewalk timber deck is weathered and has some rot. 
 Numerous boards have curled ends creating a tripping 

hazard. 
 Bridge rail deterioration. 
 Extensive deterioration of floor system members below 

the bridge deck. 
 Truss bottom chord deterioration. 
 Light to moderate truss top chord rusting. 

 



Lancaster, NH – Guildhall, VT 

US Route 2 (Rogers’ Rangers) Bridge 

In-Depth Inspection Performed in 
September 2011 

 Lower half of truss diagonal members exhibit heavy rusting 
and deterioration on the side exposed to snow and salt spray. 

 Damaged truss vertical members due to vehicular impact on 
sway bracing members. 

 Bent truss sway bracing and portal members due to vehicular 
impact. 

 Abutment and pier concrete spalling and cracking. 
 Overall condition of bridge is fair. 

 Structural analysis resulted in need for repairs performed 
by NHDOT. 

 Bridge is currently posted “E-1” 
 Certified single unit vehicles restricted from crossing the 

bridge. 
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US Route 2 (Rogers’ Rangers) Bridge 

Bridge Deck and Pavement 
Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

Bridge Rail, Sidewalk Deck 
Deterioration and Impact Damage 
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US Route 2 (Rogers’ Rangers) Bridge 

Exterior Stringer Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

First Interior Stringer Deterioration 
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Floorbeam Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

Truss Bottom Chord Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

Truss Bottom Chord Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

Diagonal Deterioration and Bent Vertical 
Due to Sway Bracing Vehicular Impact  
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US Route 2 (Rogers’ Rangers) Bridge 

Upper and Lower Lateral Bracing 
Deterioration and Damage 
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US Route 2 (Rogers’ Rangers) Bridge 

Portal Bracing Vehicular Impact 
Damage 
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US Route 2 (Rogers’ Rangers) Bridge 

Sway Bracing Vehicular Impact 
Damage 
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Gusset Plates 
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US Route 2 (Rogers’ Rangers) Bridge 

End Lower Gusset and Lower Lateral 
Bracing Gusset Plate Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

Vermont Abutment Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

New Hampshire Abutment 
Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

Pier Deterioration 
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US Route 2 (Rogers’ Rangers) Bridge 

Alternatives Analysis 
 Bridge Rehabilitation/Replacement will be investigated due to: 

 Condition of bridge. 
 Truck traffic volume. 
 Inadequate vertical clearance. 

 Traffic Control Options: 
 Close bridge for repairs (Detour length approximately 13 miles). 
 Temporary bridge located upstream. 
 New bridge located upstream. 

 Anticipated Construction Duration: 
 Close bridge: 1 to 2 seasons. 
 Temporary bridge: 3 seasons, 2 seasons until traffic. 
 New bridge: 2 seasons   
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US Route 2 (Rogers’ Rangers) Bridge 

Potential Detour Routes 
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US Route 2 (Rogers’ Rangers) Bridge 

Temporary Bridge Alignment Plan 
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US Route 2 (Rogers’ Rangers) Bridge 

Alternatives Analysis 

 Initial evaluation of existing bridge rehabilitation: 
 Replace bridge deck. 
 Repair or replace floor system. 
 Repair or replace bottom chord. 
 Repair or replace diagonal and vertical members as 

required. 
 Replace truss bracing to improve vertical clearance. 
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US Route 2 (Rogers’ Rangers) Bridge 

Section View 
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US Route 2 (Rogers’ Rangers) Bridge 

Elevation View 
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Alternatives Analysis 

 Alternatives evaluation will include: 
 Initial construction and life cycle cost. 
 Public safety. 
 Environmental impacts. 
 Property impacts. 
 Public input. 
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