


9 SPACES @ 22’-0" = 198’-0"

TRUSS ELEVATION

REPLACE END DIAGONAL

(3 TRUSSES)

REPLACE DIAGONAL

(1 TRUSS)

REPLACE END DIAGONAL

(2 TRUSSES)

REPLACE 

GUSSET 

PLATE (1 

TRUSS) 

REPLACE GUSSET 

PLATES (4 TRUSSES) 

(TYP)

REPLACE EXPANSION 

SHOES (4 TOTAL) 

REPLACE BOTTOM 

CHORD (4 TRUSSES) 

REMOVE, CLEAN AND 

REINSTALL GUSSET 

PLATES (1 TRUSS) 

REMOVE, CLEAN AND 

REINSTALL GUSSET 

PLATES (1 TRUSS)

REPLACE VERTICAL

(1 TRUSS)

EXISTING TOP 

CHORD TO REMAIN

REPLACE VERTICAL 

(3 TRUSSES) 

REMOVE, CLEAN AND REINSTALL 

GUSSET PLATE (1 TRUSS)  

REPLACE VERTICAL 

(3 TRUSSES) 

REMOVE, CLEAN AND REINSTALL 

GUSSET PLATES (1 TRUSS)

REPLACE BEARING 

PINS (ITEM 552.61)

REHABILITATE FIXED 

SHOES (4 TOTAL)

REPLACE VERTICAL

(1 TRUSS)

REMOVE, CLEAN AND REINSTALL 

REMOVE, CLEAN AND 

REINSTALL GUSSET PLATES

(3 TRUSSES) 

REMOVE, CLEAN AND REINSTALL 

GUSSET PLATES  (1 TRUSS)

REMOVE, CLEAN AND REINSTALL 

GUSSET PLATE (3 TRUSSES) 

REMOVE, CLEAN AND REINSTALL 

GUSSET PLATES (1 TRUSS)  

REMOVE, CLEAN AND REINSTALL 

GUSSET PLATES (3 TRUSSES) 

U1

U2

U3

U4 U5

U6

U7

U8

L8L7L6L5L4L3L2L1L0 L9

EXISTING MEMBER

MEMBER TO BE REPLACED

LEGEND

REMOVE, CLEAN AND 

REINSTALL GUSSET 

PLATES (3 TRUSSES)

REPLACE (1 TRUSS)  

GUSSET PLATES (1 TRUSS) 

REPLACE (1 TRUSS) 



EXISTING 

SIDEWALK 

RAIL

SIDEWALK

5’-3"

REPLACE EXISTING 

VERTICAL AND 

DIAGONAL MEMBER AS 

REQUIRED

EXISTING 

TOP CHORD

REMOVE SWAY 

STRUT

REMOVE SWAY 

BRACING

REMOVE 

SAFETY CURBS

REMOVE 

REINFORCED 

CONCRETE DECK

(TYP)

2’-6"

FACE OF RAIL

EXISTING 

36WF194#

EXISTING 

12WF36#

(TYP)

EXISTING MEMBER

REHABILITATED TRUSSEXISTING TRUSS

REMOVE EXISTING 

TIMBER DECK

EXISTING 

BOTTOM CHORD 

EXISTING 

21WF62#
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EREMOVE BRIDGE 

RAIL AND POSTS

REMOVE CONCRETE 

FILLED DECK

MEMBER TO BE REPAIRED OR REPLACED

LEGEND:

À NORTH TRUSS

(TYP)

(TYP)

À SOUTH TRUSS

2’-7 1/2 "

6 SPACES @ 3’-10" = 23’-0"3’-7 14"

EXISTING 

18WF50#

(TYP)
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À NORTH TRUSS

(TYP)

6"

FACE OF 

CURB 

(TYP)

6 SPACES @ 3’-10" = 23’-0"3’-7 14"

(TYP)

(TYP)

NEW STEEL 
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(TYP)
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EXISTING TOP 

CHORD TO 

REMAIN (TYP)

REPLACE SIDEWALK 

DECK

NEW SWAY STRUT 

MEMBER (TYP)

REPLACE SIDEWALK 

RAIL

EXISTING SIDEWALK 

STEEL TO REMAIN 

REPLACE EXISTING 

BOTTOM CHORD 

NEW BRIDGE 

DECK

FACE OF RAIL 

(TYP)

1’- 6"

(TYP)

À SOUTH TRUSS

2’-7 1/2 "

NEW SWAY BRACING 

MEMBER (TYP)

SIDEWALK RAIL 

POST TO REMAIN

REPLACE EXISTING FLOORBEAMS 

AND STRINGERS

14’-0"14’-0"

35’-5 1/2 " 35’-5 1/2 "

15’-0" 15’-0"


