
TWEP

CONST. ¯ 

& PROFILE GRADE LINE

VARIES

TW EP

2’-6" 12’-0" 12’-0" 2’-6"

ITEM 609.12 - BEAM GUARDRAIL 

STANDARD SECTION (STEEL POST)

VARIES

12"

12"

7’¨5’¨

SAME FOR 4:1 SLOPE

BOTTOM

OF SLOPE
ORIGINAL

GROUND

BOTTOM

OF SLOPE

7’¨ 5’¨

SAME FOR 4:1 SLOPE

ITEM 304.3 - CRUSHED GRAVEL

ITEM 304.2 - GRAVEL

STEP BOX WIDENING

ITEM 403.11-HOT BITUMINOUS PAVEMENT MACHINE METHOD

ORIGINAL

GROUND

ITEM 609.811 - BITUMINOUS 

CURB TYPE ’B’ (4" REVEAL)

ITEM 647.1 - HUMUS (3.5") (SEE SUMMARY),

ITEM 646.2 - TURF ESTABLISHMENT WITHOUT MULCH, 

AND ITEM 645.119 - MULCH WITH TACKIFIERS

TURN LANE

(14’-0" TYP.)(7’ TO 10’) (7’ TO 10’)

STEP BOX WIDENINGPROPOSED PAVEMENT TREATMENT

(TO BE DETERMINED)

EXISTING GROUND

ROADWAY TYPICAL SECTION

US ROUTE 202 / NH ROUTE 101 

STA. 240+00 - STA. 254+00

SCALE: 1" = 5’
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