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Winchester NH 10 Bridge Replacement Project

Agenda
• Welcome and Introductions
• Minutes of May 28, 2009
• Draft Screening Criteria Discussion
• Mock Alternative – Screening Criteria Test
• Alternatives Discussion
• Brainstorm Other Alternatives
• Next Steps
• Other Matters
• Adjourn



Discussion
• Draft Screening Criteria



Discussion
• Screening Criteria Test – 

Mock Alternative



Mock Alternative Description

•170’ long 3-span bridge over 100’ wide river.
• Piers will be located at the edge of the river.
• 50’ from centerline of existing bridge to 
centerline of proposed upstream (east) bridge.
• Proposed 12’ travel lane and 10’ shoulders.
• Overhead utilities on east side of existing 
bridge.
• Archaeological sites on southeast and 
southwest corners of bridge.



Mock Alternative Description 
(cont.)

• Vertical profile adjusted for design values.
• Significant cut on south side of bridge.
• Filling on north side of bridge.
• Horizontal alignment and vertical profile 

adjustments require 1 mile of roadway 
work.

• Cost of project $5M.



Discussion
• Alternatives



Alternative 1
• Existing horizontal alignment.
• Existing vertical profile.
• Minor impacts to drives north of bridge.
• No significant impacts to drives south of bridge.
• No impacts to drainage south of bridge.
• Proposed improvements to drainage north of 

bridge.
• No impact to recreational trail.
• Requires construction of a temporary bridge.



Alternative 2
• Existing horizontal alignment.
• Change in vertical profile (cut to south of bridge, 

3-ft raise at bridge location).
• Minor impacts to drives north of the bridge.
• Significant impacts to drive south east of bridge.
• Significant impacts to drainage south of bridge, 

redesign will be required.
• Proposed improvement to drainage north of 

bridge.
• Significant impacts to recreational trail.
• Requires construction of a temporary bridge



Alternative 3
• Existing horizontal alignment.
• Change in vertical profile (9-ft raise at bridge 

location).
• Redesign of drives just north of bridge.
• No impacts to drives south of the bridge
• No impacts to drainage south of the bridge
• Proposed improvements to drainage north of the 

bridge. 
• No impacts to recreational trail. 
• Requires construction of a temporary bridge



Alternative 4
• Horizontal alignment changed to place bridge east 

of existing.
• Vertical profile changed to minimize impacts 

while providing a safe geometry.
• Significant impacts to all drives on the project. 
• Removal of property south east of the bridge.
• Significant impacts to drainage throughout the 

project. 
• Significant impacts to recreational trail.  
• Does not require construction of a temporary 

bridge.



Alternative 5
• Horizontal alignment changed to place bridge west 

of existing.
• Vertical profile changed to minimize impacts 

while providing a safe geometry.
• Significant impacts to all drives on the project 
• Removal of 4 properties south west of the bridge
• Significant impacts to drainage throughout the 

project.
• Significant impacts to recreational trail.
• Does not require construction of a temporary 

bridge.



Discussion
• Other Alternatives?



Next Steps
• Unfinished Business?
• Public Meeting



Next Steps
• Unfinished 

Business?
• Public 

Meeting

CSS Steps

Problem
Statement

Vision
Statement

Screening 
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Hearing

We are here



Winchester  NH 10 Bridge Replacement  Project

Thank You 

Any Questions ???
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