
EXHIBIT43

PROPOSED AMENDMENT TO:
2008 NATIONAL ELECTRICAL CODE

(NFPA 70)

Section 210.12 (B)

CURRENT CODE LANGUAGE:

210.12 (B) Arc-Fault Circuit-Interrupter Protection

Dwelling Units.

All 120-volt, single phase, 15- and 20 ampere branch circuits supplying outlets
installed in dwelling unit family rooms, dinninq rooms, livinq rooms, parlors,
libraries, dens, bedrooms. sunrooms, recreations rooms, closets, hallways. or
similar rooms or areas shall be protected by a listed arc-fault circuit interrupter,
combination type, installed to provide protectionof the branch circuit.

PROPOSED CODE LANGUAGE:

(To remain as printed in the 2005 National Electrical Code NFPA 70)

210.12 (B) Arc-Fault Circuit-Interrupter Protection

Dwelling Unit Bedrooms.

All 120-volt, single phase, 15- and 20-ampere branch circuits supplying outlets
installed in dwelling unit bedrooms shall be protected by a listed arc-fault circuit
interrupter, combination type, installed to provide protection of the branch circuit.

SUBSTANTIA TION:

The 2005 NEC required AFCI protection; these devices were only required in the
bedrooms and only capable of detecting series faults. As with any new product a
gradual implementation was approved until further field data could be gained.
These were numerous issues with the proper testing of these devices in the early
stages. It would only be prudent to follow the same implementation with the new
combination AFCI, which are capable of detecting both series and parallel faults,
prior to requiring them to be installed in almost all habitable areas in a dwelling,




