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NEW HAMPSHIRE STATE BUILDING CODE
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Applicable Code language (including section numbers): 2009 IRC Chapter 20
IRC
CHAPTER 20
BOILERS AND WATER HEATERS

SECTION M2001
BOILERS

Current Code language: M2001.1.1 Standards. Oil-fired boilers and their control
systems shall be listed and labeled in accordance with UL 726. Electric boilers and their
control systems shall be listed in accordance with UL 834. Boilers shall be designed and
constructed in accordance with the requirements of ASME CSD-1 and as applicable, the
ASME Boiler and Pressure Vessel Code, Sections | and 1V. Gas-fired boilers shall
conform to the requirements listed in Chapter 24.

Add new definition to Section R202 Definitions

BIOMASS FUEL. For use in this section, biomass fuels are defined as solid organic matter,
not including woods derived from construction or demolition debris; wood that has been
chemically treated; or agricultural crops or aquatic plants or byproducts from such crops or plants
which have been used to rehabilitate a contaminated or brownfields site through a process known

as “phytoremediation”. (Note: New language in italics.)

Or
BIOMASS FUEL. For use in this section, biomass fuels are defined in RSA 125-C:2 lll-a.




Proposed Code language: Amend Section: SECTION M2001.1.1 STANDARDS by
adding:

M2001.1.1 Standards. Oil-fired boilers and their control systems shall be listed and
labeled in accordance with UL 726. Electric boilers and their control systems shall be
listed in accordance with UL 834. Boilers shall be designed and constructed in
accordance with the requirements of ASME CSD-1 and as applicable, the ASME Boiler
and Pressure Vessel Code, Sections | and 1V. Gas-fired boilers shall conform to the
requirements listed in Chapter 24. Solid Fuel-Burning Boilers listed and conforming to
European Committee for Standardization 1999 EN 303-5 “Heating Boilers — Part 5:
Heating Boilers for Solid-fuels, Hand and Automatically Stoked, Nominal Heat Output
of Up to 300 kW — Terminology, Requirements, Testing and Marking” shall be
permitted for biomass fuels when all data plates; warning labels; limits on temperature
and pressure of relief valves; installation, operations, and maintenance manuals; all
operating and safety gauges and controls; and construction and emissions
specification documents are provided in English using U.S. customary system units of
measurement. All pipe connections shall meet the North American ASTM standards
for pipe and fittings. (Note: New language in bold italics.)

Reason/Justification: The change is necessary to place into the New Hampshire State
Building Code the actions of the New Hampshire General Court in Chapter Law 0326
adopted as HB1688 in session year 2010. That chapter law requires “...the state
building code review board to adopt certain code requirements concerning
biomass burning boilers which are inspected and subject to enforcement by
the department of labor.”

Fiscal Impact: This amendment will open the market to new choices of
biomass boilers potentially reducing costs to consumers.
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