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Appendix D.02 
District 2 ADA Audit Summary 

 
Date: 02/17/2016 
Last Revised: 7/28/2016 
 
Non Compliance Items: 
 

 Accessible Parking Spaces 

 There are designated accessible accessible parking spaces located as close as 
possible to the accessible entrance. 
 No designated spaces (signed or marked), not compliant with any 

parts of this section, refer to checklist and ADA standards for all 
design requirements. 

 Need to establish designated space compliant with all requirements 
of this section including signage and marking.  Will probably need to 
repave or shim to get parking space at less than 2% slope near the 
entrance. 

 Complete parking lot reconstruction by December 2017. 
 

 Exterior Accessible Path of Travel 

 From the sidewalk or access aisle to accessible entrance, path of travel is 
firm, stable and slip‐resistant, with a smooth walking surface. 
 Some cracks in pavement and gap from pavement to concrete. 
 Repair cracking and gap as part of parking lot work. 
 Complete parking lot reconstruction by December 2017. 

 The slope of the curb ramp is no steeper than 1:12 (8.3%). 
 Slope approaching entryway is 10%‐11%. 
 Reconstruct entryway as part of parking lot reconstruction to provide 

accessible parking and path of travel to front door including ramps 
requirements as applicable.   

 Complete entryway reconstruction by December 2017. 
 a.) Other than curbs, the path of travel does not have abrupt changes in level 

that are over 1/4” in height. 
b.) If there is a change in level more than 1/2” in height, there is a ramp. 
 ~ 1” change in level from entry to doorway. 
 Reconstruct entryway as part of parking lot reconstruction. 
 Complete entryway reconstruction by December 2017. 

 

 Interior Stair Checklist 

 The handrails are mounted to provide at least 2 ¼ inches clearance between 
the wall and the handrail. 
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 2 ¼ inch requirement is NFPA, actual ADA requirement is 1 ½ inches. 
 Existing railing provides 1 5/8 inches so it is ok 

 Handrails extend 12 inches beyond the top and bottom of the stairs. 
 Do not extend 12 inches beyond top or bottom of stairs. 
 Extend handrails as possible and feasible at top and bottom of stairs.  

Doorway or other structural elements may impact practicability of 
extending rails in some locations. 

 Complete handrail extensions by December 2017. 
 The height of the step (riser) is at least 4 inches but no more than 7 inches. 

 Steps are currently 7 ¾ inches high for upstairs and downstairs. (see 
next item) 

 The depth of each step is at least 11 inches. 
 Steps downstairs are 11 ½ inches, OK. 
 Steps upstairs are 9 ½ inches, non‐compliant. 
 Need to review feasibility of reconstructing stairs vs use and need. 

 

 Accessible Entrances and Exterior Doors 

 Where there are inaccessible entrances, there are signs clearly posted at 
each inaccessible entrance directing individuals to the nearest accessible 
entrance. 
 Add sign at secondary building entrances, directing to main entrance. 
 Complete by December 2016. 

 a.)The ground in front of the door is level, meaning that the grade does not 
exceed 1:48. 
b.) For a door that pulls open, this area measures at least 60 inches in length. 
 Level landing area is not big enough, only 36” long needs to be 60 

inches min. 
 Reconstruct entryway as part of parking lot reconstruction. 
 Complete entryway reconstruction by December 2017. 

 If there is a raised threshold, it is no higher than ½ inch at the door and is 
beveled on both sides. 
 Transition/threshold at exterior doorway is ~ 1”. 
 Reconfigure/reconstruct entryway/threshold at exterior doorway to 

reduce lip or provide ramp. 
 Complete by December 2017. 

 

 Accessible Reception – Service Counters 

 For a reception/service counter that is not used for writing, there is a 36‐inch 
portion that is no higher than 36 inches from the floor. 
 Reception window is 41 inches from the floor. 
 “Ring bell for service” sign posted with accompanying bell. In 

Progress. 
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 For a counter where the surface is used for writing, there is a 36‐inch long 
portion with 27 inches open space for knee clearance beneath the counter. 
 Clip boards are provided for reasonable accommodation or folding 

table inside second door could be used.  No additional action 
necessary. 
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 Accessible Interior Path of Travel and Interior Doors 

 For both sides of the door, hardware is operable by a single hand without 
tight grasping, pinching, or twisting of the wrist (Lever or pull handle, or a 
panic bar). 
 All non‐compliant door hardware (inside and outside) to be replaced 

by district. 
 Complete by December 2016. 

 For a single door that pulls open, there is clear maneuvering floor space in 
front of each door and at least 18 inches of clear floor space outside the door 
on the handle side of the door. 
 Clear space at 2nd (inside) door in entrance is limited by couch in the 

entrance way, required space is available if couch is moved. 
 Remove couch from the entryway to provide required clear space 
 Complete by December 2016. 

 

 Accessible Toilet Rooms Checklist (Womens) 

 For both sides of the door; (a) the hardware is operable by a single hand 
without tight grasping, pinching, or twisting of the wrist. 
 All non‐compliant door hardware (inside and outside) to be replaced 

by district. 
 Complete by December 2016. 

 There is appropriate signage identifying the restroom (Unisex, Male, or 
Female) with the wheelchair symbol, mounted on the exterior wall, adjacent 
to the door handle , with Braille and raised letters and symbols. 
 Existing sign doesn’t have Braille lettering. 
 Remove sign and replace with sign w/Braille lettering. 
 Complete by December 2016. 

 The clear width for the door opening is at least 32 inches, measured when 
the door is open 90 degrees. 
 Existing door is 29 inches. 
 Evaluate, redesign and reconstruct women’s restroom and 

breakroom to provide compliant spaces. 
 Complete necessary construction by December 2017. 

 For both sides of the door; a.) The hardware is operable by a single hand 
without tight grasping, pinching, or twisting of the wrist (lever or pull 
handle). 
 If space is planned to be remodeled to be compliant, will need a new 

door, address issue with new door. 
 Complete necessary construction by December 2017. 

 See items under Water Closet Elements for additional issues.  
 

 Water Closet (Toilet) Elements (Womens) 
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 Current spacing and configuration of room and existing fixtures is not 
compliant. 
 Toilet clear floor space and clearances are not adequate as well as 

other minor issues. 
 Evaluate, redesign and reconstruct women’s restroom and break 

room to provide compliant spaces. 
 Complete necessary construction by December 2017. 

 

 Accessible Toilet Rooms Checklist (Mens) 

 There is appropriate signage identifying the restroom (Unisex, Male, or 
Female) with the wheelchair symbol, mounted on the exterior wall, adjacent 
to the door handle , with Braille and raised letters and symbols. 
 Existing sign doesn’t have Braille lettering. 
 Remove sign and replace with sign w/Braille lettering. 
 Complete by December 2016. 

 

 Water Closet (Toilet) Elements (Mens) Stall & Urinal 

 The accessible stall door hardware, and, if available, the coat hook, are 
mounted no higher than 48 inches from the floor. 
 Coat hook is 63 inches high. 
 Reposition coat rack no higher than 48 inches from floor. 
 Complete relocation by December 2016. 

 IBC 1109.2 (Exeption 4) – Where no more than one urinal is provided in a 
toilet room or bathing room, the urinal is not required to be accessible. 
 There is only 1 urinal; Accessible urinals section is not applicable to 

this toilet room. 
 

 Accessible Lavatory (Sink) Elements (Womens) 

 The pipes beneath the lavatory sink are insulated. 
 Add insulation to the pipes beneath the sink, coordinate with toilet 

room renovation. 
 The lavatory faucets are operable by a single hand (paddle or lever type 

faucets). 
 Replace faucet controls with paddle or lever type, coordinate with 

toilet room renovation. 
 All dispensers are mounted no higher than 48 inches from the floor. 

 Dispensers mounted at 54”. 
 Reposition dispensers to <48”, coordinate with toilet room 

renovation. 

 Where a mirror is provided, the bottom edge of the reflecting surface is no 
higher than 40 inches above the floor. 
 Mirror is at 49 ½ inches. 
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 Reposition mirror to <40”, coordinate with toilet room renovation. 
 

 Accessible Lavatory (Sink) Elements (Mens) 

 The pipes beneath the lavatory sink are insulated. 
 Add insulation to the pipes beneath the sink 
 Complete by December 2016. 

 

 Where Room Signs are Provided 

 All permanent rooms where the use is not likely to change, such as 
conference and meeting rooms, courtrooms, toilet rooms, etc., have signs 
with Braille and raised letters and symbols posted on the wall adjacent to the 
handle side of the door. Exit signs are included in this requirement. 
 No rooms are currently signed with Braille. 
 Provide signage with Braille for bathrooms, break room, conference 

room and exits. 
 Complete by December 2016 

 

 Employee Break Rooms with Kitchens 

 Where a kitchen or kitchenette is provided with a sink, the top of the sink is 
no higher than 34 inches from the floor (606.3) and there is clear floor space 
that is at least 48 inches long, parallel to and centered on the sink that is also 
at least 30 inches wide (parallel approach complying w/305) . 
 Sink is currently >34” maximum (37” H). 
 Parallel approach provided, although not compliant.  See deficiency 

below. 
 Evaluate, redesign and reconstruct women’s restroom and break 

room to provide compliant spaces. 
 Complete necessary construction by December 2017. 

 If a stove cooktop is also provided, then there is a clear floor space that is at 
least 30 inches wide by 48 inches long centered on the sink, with at least 27 
inches knee & toe clearance beneath the sink (305&306). 
 No clearance provided beneath the sink.  
 Evaluate, redesign and reconstruct women’s restroom and break 

room to provide compliant spaces. 
 Remove existing combination kitchenette and construct new 

kitchenette without cooktop or oven and no knee/toe clearance 
would be required. 

 Complete necessary construction by December 2017. 
 
606.2 Clear Floor Space. A clear floor space complying with 305, positioned for a forward 
approach,and knee and toe clearance complying with 306 shall be provided. 
EXCEPTIONS: 1. A parallel approach complying with 305 shall be permitted to a kitchen sink 
in a space where a cook top or conventional range is not provided and to wet bars. 
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