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Accessible Parking Spaces: 

 For a lot this size (76‐100 spaces) the required number of accessible spaces is four. Add one 
accessible space. 

 Signs are mounted at 55” high. Mount signs at least 60” from the ground. 

 Access aisles are 51” wide. Provide access aisle at least 60” wide and van accessible access aisle 
at least 96” wide. 

   
Exterior Accessible Path of Travel: 

 The slope of the curb ramp is 8.8%. Re‐grade curb ramp to 8.3% or less. 

 Detectable warning panels not present on curb ramps. Add detectable warning panels to curb 
ramps. 

 The path of travel to the entrance has a 2.9% cross slope. Re‐grade to 2% or less. 

 The path of travel to the entrance has a 8% running slope. Re‐grade to 5% or less. 
 
Ramps: 

 Landing is 59” long. Provide landing at least 60” long. 
 
Stairs: 

 Handrails are mounted 2” from wall. Provide at least 2.25” clearance between the handrail and 
the wall. 

 Handrails do not extend beyond the top and bottom of the stairs. Provide handrails that extend 
12” beyond the top and bottom of the stair. 

 The width of each step is 34”. Provide steps that are at least 36” wide. 
 
Accessible Entrances and Exterior Doors: 

 Accessible Entrance directional signs not present. Install signs at each inaccessible entrance 
directing individuals to the nearest accessible entrance. 

 
Accessible Reception – Service Counters: 

 The reception counter is not accessible at 46” h. For a counter that is used for writing, there 
needs to be a 36”w section that is no higher than 36”. For a counter that is not used for 
writing, there needs to be a 36”w section with 27”h knee clearance beneath, height 27‐34”. 
Replace existing counter with writing appropriate counter per ADAAG 902 or 904. 

 
Accessible Toilet Rooms: 

 Appropriate signage not present. Provide signage identifying the restroom (Unisex, Male, or 
Female) with the wheelchair symbol, mounted on the exterior wall, adjacent to the door handle, 
with Braille and raised letters and symbols. 

 There are no visual fire alarms present in the restroom. Provide visual fire alarms in restrooms if 
audible alarms present in building. 



 Door handles are not operable by a single hand without tight grasping, pinching or twisting of 
the wrist. Replace with accessible handles that meet the aforementioned criteria. 

 There is insufficient clear floor space beyond the swing of the door. Provide clear floor space per 
ANSI 404.2.5 

 Height of the toilet seat is 16”. Mount so that seat is within 17‐19”h. 

 Centerline of the toilet is 21” from wall. Remount so centerline of toilet is 17‐19” from wall. 

 Pipes beneath sink are not insulated. Insulate pipes beneath sink. 

 The bottom edge of the mirror is 43” high, higher than the 40” maximum. Re‐mount mirror so 
that the bottom edge is no higher than 40”. 
 

 
 


