GENERAL NOTES

REMOVAL NOTES

MATERIALS AND SPECIFICATIONS

REINFORCEMENT NOTES

SCHEME OF WORK

SURVEY DATA

ITEM 606-415S USE GENERAL CONSTRUCTION NOTE 5.0E

BARREL DETAIL

ITEM 595-10 USE GENERAL CONSTRUCTION NOTE 5.0E

SAMPLE PLAN

STATE OF NEW HAMPSHIRE

DEPARTMENT OF TRANSPORTATION

BRIECE NOTES & MISCELLANEOUS DETAILS

Anchored into holes with epoxy mortary. Mortary shall be waterproof and have the properties of a 3,000 psi anchor.

The thickness of the deck plate concrete shall be not less than 0.25" at 0.00" of height of the bridge deck.

When the thickness of the deck plate concrete is not less than 0.25", the average height of the bridge deck shall be at least 0.00".

The bridge deck thickness shall be as specified in the bridge deck design drawings.

The thickness of the deck plate concrete shall be not less than 0.25", the average height of the bridge deck shall be at least 0.00".
<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>ITEM DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>308-250</td>
<td>ROLLER DRAFT &amp; BRIDGE (1)</td>
</tr>
<tr>
<td>308-251</td>
<td>E DC TECHNOLOGIES OR JOB PAYMENT PER JERSEY TURN-OUT 1</td>
</tr>
<tr>
<td>308-252</td>
<td>ROLLER DRAFT &amp; BRIDGE (1)</td>
</tr>
<tr>
<td>308-253</td>
<td>LEE TECHNOLOGIES OR JOB PAYMENT PER JERSEY TURN-OUT 1</td>
</tr>
<tr>
<td>308-254</td>
<td>ROLLER DRAFT &amp; BRIDGE (1)</td>
</tr>
</tbody>
</table>

**NOTE:** DETAILS AND NOTES MAY HAVE A CURRENT CURVE RADIUS PRIOR TO DESIGN DRAWING DETAIL.