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PLAN VIEW
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6" x 8" SYNTHETIC OFFSET BLOCK (TYP.)

4" x 6" STEEL POST WITH

EDGE OF PAVEMENT

SHOULDER GRADE AT

SCALE

NOT TO SCALE

GENERAL NOTES

NO LESS THAN 4 FEET FROM FACE OF THE RAIL.

OBSTRUCTION MAY BE LESS THAN 6 FEET BUT

OFFSET FROM A UTILITY POLE OR OTHER

STATE PROJECT NO. SHEET NO. TOTAL SHEETSDGN

GR-Stiff-detail

STATE OF NEW HAMPSHIRE

DEPARTMENT OF TRANSPORTATION BUREAU OF HIGHWAY DESIGN

X

GUARDRAIL STIFFENING DETAIL

MID-SPLICE W-BEAM
4) 12'-6" W-BEAM PANELS SHOWN, 25'-0" ALLOWED.

     WITH HOLES FOR ATTACHING POSTS AT 3'-1•" C.C. SPACING.

3) DETAIL ABOVE REFLECTS USE OF GUARDRAIL BEAM PANELS

     GUARDRAIL POSTS.

    ITEM 606.0122 - STEEL POST ASSEMBLIES FOR BEAM

     BEAM GUARDRAIL.

2) ITEM 606.012 - W6x9 STEEL POST REPLACEMENT FOR

     WILL BE PAID FOR UNDER:

     ADDITIONAL ITEMS NEEDED TO CONSTRUCT THIS DETAIL

     INTRUSION AS NORMALLY REQUIRED.

     OTHERWISE BE MADE SAFE WITHIN THE ZONE OF

     OBSTRUCTION CANNOT PRACTICALLY BE MOVED OR

1) THIS TREATMENT IS ONLY TO BE USED WHEN THE
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