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SUPPLEMENTAL SPECIFICATION 

SECTION 534 – WATER REPELLENT 

This supplemental clarifies the use and application of water repellant (silane/siloxane). 
 
 
Amend 1.1 to read: 

1.1 A water repellent of the type specified shall be applied to the concrete surfaces shown on 
the plan or as ordered.  Surfaces to be treated shall normally consist of the following portions of 
all bridges: concrete curbs, sidewalks (top, fascia, bottoms), wingwalls, piers, and abutment face 
walls and bridge seats when not coated with epoxy coating. 

Amend 3.4 to read: 

3.4 Water repellant (silane/siloxane) shall be applied at the heaviest coverage recommended 
by the manufacturer. Ambient application temperatures, except as allowed in sections 3.1.2 and 
3.1.3, shall conform to the product application temperature listed on the Qualified Product List.   

Add 3.4.3 

3.4.3  The contractor shall protect the concrete surface from rust staining.  Any staining that 
does occur shall be removed by mopping with a solution containing 1lb of oxalic acid powder per 
gallon of water.  After 2 or 3 hours, rinse the surface with clear water, scrubbing at the same time 
with a stiff brush. Tough stains may require a second treatment. If rust stains still persist, other 
means of removal may be allowed by the Engineer.  Areas that had been coated with water 
repellant prior to removal of rust stains shall be recoated at the application rate specified in 3.4. 

Add 4.2 

4.2  Water repellant used to recoat areas where rust stains were removed will not be measured 
for payment. 

Add 4.3 

4.3 The Engineer’s estimated quantity of Water Repellant (Silane/Siloxane) is based on an 
application rate of 150 sf/gal.   

Add 5.2 

5.2  Removal of rust stains and recoating with water repellant will be at the Contractor’s 
expense. 

Add 5.3 

5.3 The pay quantity of Water Repellant (Silane/Siloxane) shall be the actual amount used as 
per 534.3.4. 


