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S U P P L E M E N T A L   S P E C I F I C A T I O N 
 

AMENDMENT TO SECTION 582 – SLOPE PAVING 
 

The purpose of this Supplemental Specification is to  
remove the blanket of sand required for slope paving. 

Amend 582.1.1 to read: 

1.1 This work shall consist of a paved area of concrete as specified constructed at the 
locations shown on the plans or as ordered.   

Amend 582.2 to read: 

2.1 Concrete shall be Class A and conform to 520. The sump shall be 2 to 3 in. (50 to 75 
mm). 

2.2 Welded wire fabric shall conform to AASHTO M 55/M 55M (ASTM A 185) with a 
minimum gauge and spacing to be as shown in accordance with the Concrete Reinforcing Steel 
Institute. 

2.3 Granular backfill shall conform to 209.2.1.2. 

2.4 Preformed Joint filler shall conform to AASHTO M 213.  

Amend 582.3.2 to read: 

3.2 Granular backfill shall be placed and compacted to assure a proper bed, as detailed.  

Amend 582.4.1 to read: 

4.1 Slop paving, of the type specified, will not be measured, but shall be the square foot 
(square meter) final pay quantities in accordance with 109.11 for slope paving required as shown 
on the plans. Reinforcing fabric and preformed joint filler will not be measured. 

Amend 582.5.1 to read: 

5.1 Slop paving, of the type specified, is a final pay quantity item and will be paid for at the 
Contract unit price per square foot (square meter) complete in place in accordance with 109.11. 
Excavation, paving material, reinforcing fabric and joint filler shall be subsidiary to slope paving 
of the type specified. 

5.1.1 Granular backfill will be paid for under 209.1. 

5.1.2 Concrete sealer will be paid for under 534.  


