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S U P P L E M E N T A L   S P E C I F I C A T I O N 
 

AMENDMENT TO SECTION 614 – ELECTRICAL CONDUIT 
 

 
The purpose of this Supplemental Specification is to  

stipulate sawed pavement required for this work to be subsidiary. 
 
 
 
Amend 614.1.1 to read: 
 

1.1 This work shall consist of furnishing, installing and testing conduit of the size and type 
specified, including sweeps, bends, joints, hangers, pull boxes, special fittings, plastic warning 
tape and other appurtenances, as shown on the plans or ordered. Sawed pavement, common 
structure excavation to the depth specified in 206.4.1, bedding if required, and backfill shall be 
included in this work. This work shall also include the disposal of discarded materials and the 
restoration of disturbed surfaces when not otherwise included under other items in the Contract. 
 
 
Add to 614. 
 
 3.1.3 Sawed pavement shall conform to 628.3.4. 
 
Amend 614.5.1 to read: 
 
 5.1 The accepted quantities of conduit will be paid for at the Contract unit price per linear 
foot (linear meter) of the type, size and number of ducts specified complete in place, including 
brackets/spacers, sawed pavement, common structure excavation to the depth specified in 
206.4.1, bedding if required, and backfill, with the following exceptions: 


