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S U P P L E M E N T A L   S P E C I F I C A T I O N 
 
 

AMENDMENT TO SECTION 621 - DELINEATORS 
 

The intent of this supplemental specification is to update the AASHTO standards 
in the specification as well as requiring appropriate documentation. 

 
Replace 621.2.1 with the following:  
 

2.1 Delineator posts shall be flanged channel section steel conforming to ASTM A 36/A 
36M posts, galvanized in accordance with AASHTO M 111. The weight per foot  shall be 1.12 
lb (mass per meter of 1.67 Kg). The post shall have 3/8 in. (9 mm) holes drilled or punched, 
before galvanizing, at 1 in. (25 mm) on center along the center line of the web, beginning 13/32 
in. (10 mm) from the top and continuing 29 in. (725 mm) down the post. Post length shall be as 
shown in the NHDOT Standard Plans for Road Construction or as otherwise shown on the plans. 
 

2.1.1 All deliveries of delineator post shall be accompanied by a certificate of 
compliance, a certified mill test report, and a detailed bill of lading. 

 
Revise 621.2.2.2 and 2.2.3 as follows: 
 

2.2.2 Steel conforming to ASTM A 635/A 635M, galvanized in accordance with AASHTO 
M 111 (ASTM A 123) with a minimum thickness of 12 gauge (2.8 mm), or 
 

2.2.3 For temporary conditions only, high-impact, ultra-violet resistant thermoplastic meeting 
the following minimum requirements… 

 
Amend 621.2.3 to read: 
 

2.3 Retroreflective sheeting shall conform to AASHTO M 268 (ASTM D 4956) minimum of 
Type IV sheeting, silver/white yellow, green or red. 

Amend  3.1 to read: 

3.1 Steel posts for delineators shall be installed at locations that are in accordance with the 
NHDOT Standard Plans for Road Construction or as otherwise shown on the plans. Posts may be 
set or driven and shall be plumb. Bent or damaged posts shall be replaced. 
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Amend the Pay items and units: 

Pay items and units: 

621.1 Retroreflective Median Barrier Delineator Each 
621.2 Retroreflective Beam Guardrail Delineator Each 
621.31 Single Delineator with Post Each 
621.32 Double Delineator with Post Each 
621.33 Single Delineator Double Faced with Post Each 
621.34 Double Delineator Double Faced with Post Each 
621.4 Retroreflective Delineator Face Each 
621.5 Retroreflective Bridge Rail Delineator Each 

 
 
 

AMENDMENT TO SECTION 622 – MARKERS AND BOUNDS 
 

The intent of this supplemental specification is to specify the appropriate documentation. 
 
Add the following to 622.2.1: 
 

2.1.1 All deliveries of witness markers shall be accompanied by a certificate of 
compliance, a certified mill test report, and a detailed bill of lading. 


