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S U P P L E M E N T A L   S P E C I F I C A T I O N 

 
AMENDMENT TO SECTION 417 – COLD PLANING BITUMINOUS SURFACES 

 
The purpose of this Supplemental Specification is to  

specify acceptable equipment for planing bituminous surfaces. 
 
 
Amend  3.1.1 to read: 
 

3.1.1 Equipment used for planing of bituminous surfaces shall be a power-operated rotary 
planing or milling machine capable of producing a finished profile grade and cross slope to 
within ¼” (6.4 mm) of the depth specified and shall produce a uniform surface texture, free 
from gouges and ridges, greater than 3/8” (9.5 mm).  Surface tolerance will be tested with a 
10-foot straight edge.  The variation of the top of the ridges from the straight edge between 
any two ridge contact points shall not exceed 3/8” (9.5 mm). 
 
Amend 3.1.3 to read: 
 

3.1.3 The equipment shall be capable of accurately establishing profile grades by an 
automatic grade control system referencing from either the existing pavement or from an 
established independent grade line. The automated system shall be capable of averaging the 
existing grade or profile over a minimum of 30 feet, or be equipped with a sonic non-
contact system with a minimum of two referencing stations mounted on the machine at a 
minimum length of 24 feet apart.  Cross slope shall be established by an automated slope 
control mechanism.  On projects or parts of projects where the Engineer deems that the 
use of automated controls are impractical, use of some or all of the controls listed above 
may be waived. 
 
 Vacuum trucks or street sweepers shall be used to clean the milled surfaces.  Cleaning 
shall continue until the surfaces are free of all material which may interfere with the bond 
between the applied tack coat and the milled surface. 
 
 

 


