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S U P P L E M E N T A L   S P E C I F I C A T I O N 

 
AMENDMENT TO SECTION 520 – PORTLAND CEMENT CONCRETE 

 
The purpose of this Supplemental Specification is to 

address negative pay adjustment for excess cover over Rail Support Slabs and 
calls for grout instead of bonding fresh concrete. 

 
 

Replace 2.9 with the following: 
 

2.9 Grout for Bonding Fresh Concrete to Hardened Concrete.  
 
2.9.1 Grout for bonding fresh concrete to existing hardened concrete shall consist of equal 

parts by weight of portland concrete and sand, mixed with sufficient water to form a slurry. The 
consistency of this slurry shall be such that it can be applied with a stuff brush or broom to the old 
concrete in a thin, even coating that will not puddle in low spots. For sealing vertical joints around 
repair or between adjacent lanes of overlay and at the curbs, the grout shall be thinned to paint 
consistency. 

 
Amend 3.5.8.2.1 to read: 
 

3.5.8.2.1 Prior to placing of concrete, the clean surface shall be thoroughly coated with 
bonding grout conforming to 2.9.1 herein. 
 
Amend 5.9.5.2 to read: 

 
5.9.5.2 Bridge Decks and Rail Support Slabs.  In cases where the concrete cover is excessive 

such that the pay factor is calculated to be between 0.75 and 0.99 inclusive and the percent within 
the lower specification limit (PL) is 100%, the Contractor may submit calculations that show a live 
load rating greater than or equal to the design load for the deck or slab. These calculations shall be 
based on the materials strengths stated in the plans, a "d" based on the 95th

 
percentile cover 

measurement and shall follow an approved traditional method of analysis. If the calculations are 
accepted as correct by the Engineer, the negative pay adjustment for excess cover will be multiplied 
by 0.25. If the calculations are not accepted, all provisions of the specification regarding pay factors 
will remain in effect. If the concrete cover is excessive to the point where a failed condition results 
and all of the above conditions are met, the resultant pay factor shall be 0.93. 

 
Replace 5.9.5.3 through 5.9.5.5 as follows: 
 

5.9.5.3 Negative pay adjustments for concrete cover will be multiplied by 0.25 for decks 
constructed in phases. All provisions of 3.1.6.3.7.2 shall apply. Pay adjustment provisions for decks 
constructed in phases shall not be used in conjunction with pay adjustment provisions in 5.9.5.2. If 
concrete cover on decks constructed in phases is excessive to the point where a failed condition 
results, the resultant pay factor will be 0.93. 
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5.9.5.4 Pedestrian Sidewalks.  In the case where concrete cover is excessive such that the pay 

factor is calculated to be less than 1.0 and the Percent Within Lower Specification Limit (PL) 100%, 
the pay factor will be 1.0. 

 
5.9.5.5 At Grade Approach Slabs. In cases where concrete cover is excessive such that the 

pay factor is calculated to be between 0.75 and 0.99 inclusive and the Percent Within Lower 
Specification Limit (PL)  100%, the negative pay adjustment for excess cover will be multiplied by 
0.25.  If concrete cover is excessive to the point where a failed condition results and all of the above 
conditions are met, the resultant pay factor will be 0.93.   
 


