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S U P P L E M E N T A L   S P E C I F I C A T I O N 

 
AMENDMENT TO SECTION 619 – MAINTENANCE OF TRAFFIC  

 
The purpose of this Supplemental Specification is to  

revise Trailer Mounted Speed Limit Sign language as  
well as update Retroreflective Sheeting to current AASHTO standards. 

 
Amend 2.1.3 to read: 
 

2.1.3  Retroreflective sheeting for traffic control devices, including permanent and 
operational construction signing, shall conform to AASHTO M 268 (ASTM D 4956), Type IV 
Retroreflecting Sheeting as a minimum or Type VI for flexible base material.     

 
Amend 2.1.3.1 to read 
 

2.1.3.1 Category I Traffic Control devices (plastic or rubber cones, tubular markers, 
flexible delineators, and plastic drums, etc.) shall have Type IV or higher sheeting. 
 
Amend 3.2.3.1 to read: 
 

3.2.3.1 Trailer mounted speed limit signs shall be used only during the Contractor's actual 
work hours, unless specifically authorized by the Engineer.  Prior to the initial use of the speed 
limit signs, the Contractor shall submit, for approval, his schedule for use including the time of 
proposed speed limit reductions.  This schedule shall be submitted two weeks in advance of the 
proposed initial use to allow the Engineer to contact the Bureau of Traffic, revise the proposed 
locations of the speed limit signs, if necessary, and authorize their use. 

 
 


