**STANDARD PLANS**

*Note: To be used only when called for on plans.*

**TYPE 'A'**

Item 609.812

NOTICE: Normally used under guardrail. See Plate 2 for placement detail.

**TYPE 'B' (14" REVEAL)**

Item 609.811

*Match depth of wearing course pavement

**NOTE:**

- Item 304.3 - Crushed gravel, 98% compaction
- Item 609.01123 - Straight granite curb, 12" high w/ 3" x 3" beveled mountable edge
- Item 609.811 - Straight granite curb, 12" high w/ 3" x 3" beveled mountable edge

**NOTE:**

- Item 809.3 - Crushed gravel, 98% compaction
- Item 609.812 - Straight granite curb, 12" high w/ 3" x 3" beveled mountable edge

**THE INTENT OF THIS ITEM IS TO PROVIDE A SMOOTH TRANSITION BETWEEN STRAIGHT GRANITE CURB AND SLOPE CURB WITHOUT REQUIRING FIELD CHIPPING DURING INSTALLATION. THE SLOPE CURB MAY REQUIRE ADJUSTMENT TO MEET THE TRANSITION PIECE HEIGHT AND BEVEL THAT ARE NOT STANDARD NH DOT PRACTICE. TRANSITION SLOPE CURB TO STANDARD REVEAL AS QUICKLY AS POSSIBLE TO PROVIDE FOR THIS SMOOTH TRANSITION.**