Pavement Marking Standard

Words and Symbols

1. When used, a portion of the pavement marking symbol should be directly opposite the advance warning sign (W50-1, not shown).
2. On multi-lane roads the transverse lines should extend across all approach lanes, and individual RVIR symbols should be used in each approach lane.
3. RVIR symbol will be paid for by the square meter, transverse lines (600 mm wide) will be paid for by the linear meter.

Pavement Markings at Railroad-Highway Grade Crossings

All dimensions shown are in millimeters or meters.
Whole numbers indicate millimeters; decimal numbers indicate meters (unless otherwise noted).

Railroad Crossing Symbol
Pay quantity = 0.91 m² (see note 1)

Bicycle Lane Symbol
Pay quantity = 1.2 m²

Approach: 4.5 m (3.7 m min, 6.1 m max) or 2.5 m from gate (if present)
Stop line = perpendicular to highway

Vary with approach speed and sight distance, but not less than 15.0 m (see note 2).

Transverse line (see note 3)

7.5

15.0 (see note 1)

7.5

Transverse line (see note 3)

Pay quantities for standard alphanumeric letters and numerals
(square meters)

<table>
<thead>
<tr>
<th>Character</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
<th>G</th>
<th>H</th>
<th>I</th>
<th>J</th>
<th>K</th>
<th>L</th>
<th>M</th>
<th>N</th>
<th>O</th>
<th>P</th>
<th>Q</th>
<th>R</th>
</tr>
</thead>
<tbody>
<tr>
<td>Value</td>
<td>0.54</td>
<td>0.72</td>
<td>0.49</td>
<td>0.63</td>
<td>0.59</td>
<td>0.46</td>
<td>0.59</td>
<td>0.61</td>
<td>0.19</td>
<td>0.56</td>
<td>0.59</td>
<td>0.38</td>
<td>0.64</td>
<td>0.72</td>
<td>0.59</td>
<td>0.54</td>
<td>0.62</td>
<td>0.63</td>
</tr>
<tr>
<td>Pay</td>
<td>S</td>
<td>T</td>
<td>U</td>
<td>V</td>
<td>W</td>
<td>X</td>
<td>Y</td>
<td>Z</td>
<td>1</td>
<td>2</td>
<td>3</td>
<td>4</td>
<td>5</td>
<td>6</td>
<td>7</td>
<td>8</td>
<td>9</td>
<td>0</td>
</tr>
</tbody>
</table>