**GENERAL NOTES**

1. USE DOUBLE COLUMINATORS FOR ACCELERATION AND DECELERATION LANES. SEE STANDARD NO. DL-2.

2. ALL RAMPS WITH A MINIMUM ROADWAY WIDTH OF 6.0 m SHALL RECEIVE BOTH WHITE EDDGELINE AND YELLOW MEDIAN LINE WHETHER THE RAMP HAS RIMMED CURBING OR NOT.

3. THE EDGE AND MEDIAN LINE MARKINGS FOR RAMPS WILL BE A MINIMUM OF 800 mm FROM THE CURB OR EDGE OF PAVEMENT.

4. THE MINIMUM DISTANCE BETWEEN THE LINES FOR RAMPS SHOULD BE 4.2 m. THE MEDIAN LINE ON A RAMP SHALL CONNECT WITH THE EDGE MARKING. THE EDGE LINE SHALL CONNECT WITH THE MAINLINE EDDGELINE TO PROVIDE A CONTINUOUS LINE.

**INTERSTATE AND DIVIDED HIGHWAYS**

**ENTRANCE RAMP WITH PARALLEL ACCELERATION LANE**

**EXIT RAMP WITH PARALLEL DECELERATION LANE**

**TRANSITION TAPER L**

<table>
<thead>
<tr>
<th>POSTED SPEED (mph)</th>
<th>L'</th>
</tr>
</thead>
<tbody>
<tr>
<td>&lt; 40</td>
<td>50</td>
</tr>
<tr>
<td>&gt; 45</td>
<td>20</td>
</tr>
</tbody>
</table>

* CONVERSION FOR METERS.

\[ W = \frac{V^2}{2g} \]

\[ W = \text{WIDTH OF OFFSET (m)} \]

\[ V = \text{POSTED SPEED (mph)} \]