EXHIBIT 30

PROPOSED INTERNATIONAL PLUMBING CODE AMENDMENTS
IPC 2006

101.1 Title. These regulations shall be known as the International Plumbing Code of fNAME
OFJURISBICTION] the State of New Hampshire hereinafter referred to as "this code."

101.2 Scope. The provisions of this code shall apply to the erection, installation, alteration,
repairs, relocation, replacement, addition to, use or maintenance of plumbing systems within this
jurisdiction. This code shall also regulate nonflammable medical gas, inhalation anesthetic,

vacuum piping, nonmedical oxygen systems and sanitary and condensate vacuum collection
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Exception: Detached one- and two-family dwellings and multiple single-family
dwellings (townhouses) not having more than three stories high with separate means of
egress and their accessory structures shall comply with the International Residential
Code.

104.2 Rule-making authority. The code official shall have authority as necessary in the interest
of public health, safety and general welfare to adopt and promulgate written rules and regulations
to interpret and implement the provisions of this code to secure the intent thereof and to designate
requirements applicable because of local climatic or other conditions. Such rules shall not have
the effect of waiving structural or fire performance requirements specifically provided for in this
code, or of violating accepted engineering practice involving public safety.”

106.6.2 Fee schedule. The fees for mechanical work shall be as indicated by administrative rules
Plu 28684 and/or as determined by the local jurisdiction [in-the-followingschedule].
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108.4 Violation penalties. Any person who shall violate a provision of this code or shall fail to
comply with any of the requirements thereof or who shall erect, install, alter or repair plumbing
work in violation of the approved construction documents or directive of the code official, or of a
permn or ce:mf'cale issued under thc prowsmns ofthm ccude shail be [gu-rh-y—e-f-a-{-SPE;Gl—F—\i

penairp provisions prescrtbed bp R S'A / 55 A: 8 [&ﬁé%%

108.5 Stop work orders. Upon notice from the code official that plumbing system is being done
contrary to the provisions of this code or in a dangerous or unsafe manner, such work shall
immediately cease. Such notice shall be in writing and shall be given to the owner of the
property, or to the owner's agent, or to the person doing the work. The notice shall state the
conditions under which work is authorized to resume. Where an emergency exists, the code
official shall not be required to give a written notice prior to stopping the work. Any person who
shall continue any work on the system after having been served with a stop work order, except
such work as that pcrson is dlrected to perfbrm to remove a v101at1 on or unsafe condition, shall be

subject to

rhe pena!w provisions prescrtbed by RSA 155-A. 8 TM]

Amend Section 202 by adding the following:

Townhouse. A single-family dwelling unit constructed in a group of three or more attached units
in which each unit extends from foundation to roof and with open space on at least two sides.

305.6.1 Sewer depth. Building sewers that connect to private sewage disposal systems shall
confo.' ‘m to RSA 485 A relative to mm:mum deprh beiaw f‘ mshed grade et

ehas o pen e tion. Building
sewers thar connect to pubhc sewers shaII be a minimum depth of {ZNU-MB-ER—} 48 mches (1219
mm) below grade or adequately insulated to afford the same protection whenever a condition
arises that the 4 feet cannot be attained.

Section 312.1 Required test. The permit holder shall make the applicable tests prescribed in
Sections 312.2 through 312.9 to determine compliance with the provisions of this code. The
permit holder shall give reasonable advance notice to the code official when the plumbing work is
ready for tests. The equipment, material, power and labor necessary for the inspection and test
shall be furnished by the permit holder and the permit holder shall be responsible for determining
that the work will withstand the test pressure prescribed in the following tests. All plumbing
system piping shall be tested with either water or{ferpipingsystems-other-than-plastie-by] air.
Air tests on plastic pipe shall not exceed 5 pounds per square inch (psi). After the plumbing
fixtures have been set and their traps filled with water, the entire drainage system shall be
submitted to final tests. The code official shall require the removal of any cleanouts if necessary
to ascertain whether the pressure has reached all parts of the system.
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403.2 Separate facilities. Where plumbing fixtures are required, separate facilities shall be
provided for each sex.
Exceptions:
1. Separate facilities shall not be required for dwelling units and sleeping rooms.
2. Separate facilities shall not be required in structures or tenant spaces with a total occupant
load, including both employees and customers, of 15 or less.
3. Separate facilities shall not be required in mercantile occupancies in which the maximum
occupant load is 50 or less.

4. Separate facilities shall not be required in assembly occupancies that serve food witha <

total occupant load_including both emplovees and customers, of 24 or less.

404.1.1 Where required. Accessible plumbing facilities and fixtures shall be provided _in
accordance with the International Building Code and State of New Hampshire ABFD
Standards.

Delete the following section:

419.1 Approval. Urinals shall conform to ANSI Z124.9, ASMA A112.19.2M, CSA B45.1, or
CSA B45.5. Urinals shall conform to the water consumption requirements of Section 604.4.
Water supplied urinals shall conform to the hydraulic performance requirements of ASME
A112.19.6, CSA B45.1 or CSA B45.5. If'a no-water urinal is installed, the drainage and
water supply system shall be sized and installed as if a water supplied urinal were in place.

501.2 Water heater as space heater. Where a combination potable water heating and space
heating system requires water for space heating [ i
(60-degrees-C}, a master thermostatic mixing valve complying with ASSE 1017 shall be
provided to limit the water supplied to the potable hot water distribution system to a
temperature of ] /30 degrees F (60 degrees C) or less. The potability of the water shall be
maintained throughout the system.

501.6 Water temperature control in piping from tankless heaters. The temperature of water
from tankless heaters shall be a maximum of [[}/30 degrees F (60 degrees C) when intended

for domestic uses. When a tempering device is used to limit the maximum water distribution

system temperature it shall conform to ASSE 1017. This provision shall not supersede the
requirement for protective shower valves in accordance with Section 424.3.

Add new section:

501.9 Minimum water heater temperatures. Hot water storage tanks 20 gallons or larger shall
be maintained at a minimum temperature of 140 degrees F and shall be equipped with a
temperature controlling device conforming to ASSE 1017 to provide for maximum hot water
lemperatures to faucets as required by this code,
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