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EXHIBIT 57 
Adopt the International Plumbing Code 2009 with the following amendments: 

 
403.1.1 Fixture calculations. To determine the occupant load of each sex, the total occupant load shall be 
divided in half. To determine the required number of fixtures, the fixture ratio or ratios for each fixture 
type shall be applied to the occupant load of each sex in accordance with Table 403.1. Fractional numbers 
resulting from applying the fixture ratios of Table 403.1 shall be rounded up to the next whole number. 
For calculations involving multiple occupancies, such fractional numbers for each occupancy shall first 
be summed and then rounded up to the next whole number. 
Exceptions:  

1. The total occupant load shall not be required to be divided in half where approved statistical data 
indicates a distribution of the sexes of other than 50 percent of each sex. 

2. The Code official is permitted to consider non-simultaneous occupancy of assembly spaces in 
educational occupancies when determining the required fixture count. 

 
REASON: Often school assembly spaces (gyms, multi-purpose rooms, auditoriums, for example) have 
capacities equal to or even twice the classroom capacity of the facility for students and staff.  When 
school is in session, these assembly spaces serve the student occupancy.  When school is not in session, 
they can serve the community.  It makes little sense to provide plumbing fixtures counts to support 
occupant loads for simultaneous use of all school and assembly areas.  This proposal provides flexibility 
to the code official when reviewing educational facility plumbing fixture counts.  
COST:  Will not increase cost and could potentially reduce building costs.  
 
 
403.1.2 Family or assisted-use toilet and bath fixtures. Fixtures located within family or assisted-use 
toilet and bathing rooms required by Section 1109.2.1 of the International Building Code are permitted to 
be included in the number of required fixtures for either the male or female occupants in assembly, 
business and mercantile occupancies. 
 
REASON: For consistent application of the proposed amendment below.  
COST:  Will not increase cost. 
 
 
403.2 Separate facilities. Where plumbing fixtures are required, separate facilities shall be provided for 
each sex. 
Exceptions: 

1. Separate facilities shall not be required for dwelling units and sleeping units. 
2. Separate facilities shall not be required in structures or tenant spaces with a total occupant 

load, including both employees and customers, of 15 or less. 
3. Separate facilities shall not be required in mercantile occupancies in which the maximum 

occupant load is 50 or less. 
4. Separate employee facilities shall not be required in occupancies in which 15 or less people 

are employed. 
5. Separate facilities shall not be required in assembly occupancies that serve food with a total 

occupant load, including both employees and customers of less than 25. 
6. Separate facilities shall not be required in business occupancies with singe user    facilities.  

 
(Note exceptions 4 and 5 are current NH amendments) 
 



2 
 

REASON: It is common practice in medical office buildings and other office facilities, for single user 
toilet facilities (a toilet room designed for use by one person at a time) to be available for use by either 
sex. Currently under the code, these toilet rooms must either be designated men or women, or they cannot 
count towards the required fixture count.  Designating men or women, is not how building owners intend 
to use these facilities.  Since the plumbing fixture ratios for men and women are identical in Business 
occupancies, this proposed exception would not effect total required fixture count.  
COST:  Will not increase costs. 
 
 
403.4 Signage. Required public facilities shall be designated by a legible sign for each sex, or where 
permitted by this code, for either sex. Signs shall be readily visible and located near the entrance to each 
toilet facility. 
 
REASON: For coordination with the above proposed amendment. 
COST: Will not increase costs. 
 
 
 
 
 
 
Adopt the International Building Code 2009 with the following amendments: 
 
 
2902.1.1 Fixture calculations. To determine the occupant load of each sex, the total occupant load shall 
be divided in half. To determine the required number of fixtures, the fixture ratio or ratios for each fixture 
type shall be applied to the occupant load of each sex in accordance with Table 2902.1. Fractional 
numbers resulting from applying the fixture ratios of Table 2902.1 shall be rounded up to the next whole 
number. For calculations involving multiple occupancies, such fractional numbers for each occupancy 
shall first be summed and then rounded up to the next whole number. 
Exceptions:  

1. The total occupant load shall not be required to be divided in half where approved statistical data 
indicates a distribution of the sexes of other than 50 percent of each sex. 

2. The building official is permitted to consider non-simultaneous occupancy of assembly spaces in 
educational occupancies when determining the required fixture count. 

 
REASON: For coordination with proposed IPC amendment to 403.1.1. 
 
 
2902.1.2 Family or assisted-use toilet and bath fixtures. Fixtures located within family or assisted-use 
toilet and bathing rooms required by Section 1109.2.1 are permitted to be included in the number of 
required fixtures for either the male or female occupants in assembly, business and mercantile 
occupancies. 
 
REASON: For coordination with proposed IPC amendment to 403.1.2. 
 
 
2902.2 Separate facilities. Where plumbing fixtures are required, separate facilities shall be provided for 
each sex. 
Exceptions: 

1. Separate facilities shall not be required for dwelling units and sleeping units. 
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2. Separate facilities shall not be required in structures or tenant spaces with a total occupant 
load, including both employees and customers, of 15 or less. 

3. Separate facilities shall not be required in mercantile occupancies in which the maximum 
occupant load is 50 or less. 

4. Separate employee facilities shall not be required in occupancies in which 15 or less people 
are employed. 

5. Separate facilities shall not be required in assembly occupancies that serve food with a total 
occupant load, including both employees and customers of less than 25. 

6. Separate facilities shall not be required in business occupancies with single user facilities.  
 
(Note exceptions 4 and 5 are current NH amendments) 
 
REASON: For coordination with proposed IPC amendment to 403.2. 
 
 
 
2902.4 Signage. A legible sign designating the sex, or where permitted by this code, for either sex, shall 
be provided in a readily visible location near the entrance to each toilet facility.  Signs for accessible toilet 
facilities shall comply with ICC A117.1. 
 
REASON: For coordination with proposed IPC amendment to 403.3. 
 


